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BRINGING STRUCTURE
TO LIFE!

GENERAL NOTE TAG1

INDICATES REVISED

NUMBER
1

REVISION
INDICATES

ROOM IDENTIFICATION

WALL FINISH INDICATOR

SHEET WHERE DRAWN

A500

A

DOOR NUMBER

WINDOW DESIGNATION

ROOM NUMBER

DETAIL NUMBER

SHEET WHERE DRAWN

SECTION NUMBER

SHEET WHERE DRAWN

SHEET WHERE DRAWN

DRAWING NUMBER

1

XXXX
101

INDICATES SEMI-RECESSED
FIRE EXTINGUISHER CABINET
WITH FIRE EXTINGUISHER AS
REQUIRED BY CODE. WRAP ALL
SIDES AND BACK OF CABINET
CONTINUOUS WITH 5/8"
F.C.G.B. TO MAINTAIN WALL
RATING. SEE TYPICAL DETAILS.
VERIFY FINAL LOCATION WITH
FIRE MARSHALL.

ARCHITECTURAL SYMBOLS

MASONRY OPENINGMO

RD ROOF DRAIN

WIN OR WDW

WWF

W/

WH

WD
WC

UNO

STOR

SCHD

TOM
SUSP

VWC

TYP

STL
SIM

WINDOW

WATER HEATER
WATER CLOSET

WELDED WIRE FABRIC

WITH
WOOD

UNLESS NOTED OTHERWISE
VINYL WALL COVERING

TOP OF MASONRY
SUSPENDED

TYPICAL

SCHEDULE

STORAGE

SIMILAR
STEEL

OFBLK

PLYWD

OFBR

REINF

NTS

REF

PL

NIC

OC

MECH

HM
INT

MTL

JST

GWB
GB

OUTSIDE FACE OF BLOCK
OUTSIDE FACE OF BRICK

REFRIGERATOR

NOT TO SCALE
NOT IN CONTRACT

PLYWOOD

REINFORCING

PLATE

ON CENTER

HOLLOW METAL
GYPSUM WALL BOARD

MECHANICAL

INTERIOR
JOIST

METAL

GRAB BAR

FACE OF SHEATHINGFOSH
FACE OF STUDSFOS
FACE OF  MASONRYFOM
FACE OF FINISHFOF

FND FOUNDATION

GYPBD
FTG

GYPSUM BOARD
FOOTING

CONT

FL OR FLR

EXIST

EXT
FD
FE
FIN

DF
EWC

CT

CEIL OR CLG

CMU
CONC
CONST

CL

BRG
CPT
CC

BM

CONTINUOUS

DRINKING FOUNTAIN
ELECTRIC WATER COOLER

FIRE EXTINGUISHER

EXTERIOR
FLOOR DRAIN

FLOOR
FINISH

EXISTING

CERAMIC TILE

CONSTRUCTION

CONC. MASONRY UNIT

CENTER TO CENTER

CENTER LINE

CONCRETE

CEILING

CARPET
BEARING
BEAM

BFG

BLK'G

ACT

AFG
ALUM

AFF

BLK

BFF

ABOVE FIN. GRADE
ABOVE FIN. FLOOR
ACOUSTICAL TILE

BELOW FIN. GRADE
BELOW FIN. FLOOR
ALUMINUM

BLOCKING
BLOCK

ABBREVIATIONS

P'WD PLYWOOD

DEFINITIONS & TERMINOLOGY
1. "TYPICAL": UNLESS NOTED OTHERWISE, MEANS IDENTICAL FOR ALL CONDITIONS,

WHICH MATCH ORIGINAL CONDITION INDICATED.

2. "SIMILAR": MEANS COMPARABLE CHARACTERISTICS FOR THE CONDITIONS NOTED.
VERIFY DIMENSIONS AND ORIENTATION OF CONDITIONS, WHICH VARY FROM TYPICAL
OR SIMILAR CONDITION INDICATED.

3. "OPPOSITE HAND": MEANS CONDITION IS MIRROR IMAGE OF DETAILED REFERENCED.

4. "ALIGN": MEANS ALIGNMENT OF SIMILAR COMPONENTS OF CONSTRUCTION
(WALLS,JAMBS,ETC), WHICH ARE ADJACENT OR THE COMPONENTS SHALL BE IN LINE
WITH EACH OTHER ACROSS VOIDS.  DIMENSIONS ARE NOT ADJUSTABLE UNLESS
NOTED WITH PLUS/MINUS TOLERANCE.

5. "O.F.O.I.": MEANS "OWNER FURNISHED, OWNER INSTALLED".

6. "U.N.O.": MEANS "UNLESS NOTED OTHERWISE".

7. "O.F.C.I.": MEANS "OWNER FURNISHED, CONTRACTOR INSTALLED".

8. REFERENCES: ALL REFERENCES TO CONTRACTOR SHALL REFER TO GENERAL
CONTRACTOR  AND/OR SUB CONTRACTOR.  ALL REFERENCES TO THE OWNER SHALL
MEAN THE OWNER OR THE OWNER'S AGENT.

FE

101  OR
(ROOM
NO.)

INDICATES WALL MOUNTED
FIRE EXTINGUISHER. VERIFY
FINAL LOCATION WITH THE
FIRE MARSHALL.

CITY OF COLUMBIA

AS-BUILT / EXISTING PLAN

G002 CODE REVIEW & LIFE SAFETY PLAN

KENNY MCWILLIAMS ARCHER AVENUE 2
3504 RIVER DRIVE

COLUMBIA, SC 29201

WALL TYPE PLAN
REFLECTED CEILING PLAN

ACOUSTIC SOFFIT FRAMING
BUILDING SECTIONS
BUILDING SECTIONS

PROJECT SITE

UL DETAILS
UL DETAIL U419 - 1-HOUR NON-LOAD BEARING WALL RATING. DETAIL REQUIREMENTS ARE
AVAILABLE ONLINE AT UL.COM. CONTRACTOR IS RESPONSIBLE TO FOLLOW REQUIREMENTS
OF UL DETAIL IN ITS ENTIRETY.

ARCHITECTURAL

A202
A201
A105
A104
A103

A101

GENERALADD#

EXFCO EXISTING FLOOR CLEANOUT

VICNITY MAP

3504 RIVER DRIVE
COLUMBIA, SC 29201

G003 CONTRACTOR NOTES
G004 NOTES & CONDITIONS
G005 SPECIFICATIONS

NOTE: REFER TO STUDIO DESIGNERS' DRAWINGS AND SPECIFICATIONS
FOR ADDITIONAL INFORMATION.
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GROSS SQUARE FOOTAGE

CODE REVIEW

2021 INTERNATIONAL BUILDING CODE

2021 EDITION OF THE INTERNATIONAL BUILDING CODE (IBCJ)
2021 EDITION OF THE EXISTING BUILDING CODE
2021 EDITION OF THE INTERNATIONAL RESIDENTIAL CODE (IRCJ)
2021 EDITION OF THE INTERNATIONAL FIRE CODE (IFCJ)
2021 EDITION OF THE INTERNATIONAL PLUMBING CODE (IFCJ)
2021 EDITION OF THE INTERNATIONAL MECHANICAL CODE (IMC)
2021 EDITION OF THE INTERNATIONAL FUEL GAS CODE (IFGCJ)
2020 EDITION OF THE NATIONAL ELECTRIC CODE (NEC) WITH SC MODIFICATIONS
ICC A I 1 7.1-2017 ACCESSIBLE AND USABLE BUILDINGS AND FACILITIES (ANSI)
2009 EDITION OF THE INTERNATIONAL ENERGY CONSERVATION CODE  (IECCJ)

GENERAL INFORMATION
ZONING CITY OF COLUMBIA
SEISMIC C
FLOOD ZONE ?
WIND SPEED ?
TAX VALUE ?

1. OCCUPANCY CLASSIFICATION:

EXISTING OCCUPANCY CLASSIFICATION - GROUP M (ENTIRE BUILDING)
PROPOSED OCCUPANCY CLASSIFICATION - GROUP A-2 (PROJECT AREA)

2. PHYSICAL PROPERTIES  OF BUILDING

(A) SUITE ADDRESS 3,878 GSF

(B) BUILDING HEIGHT: EXISTING

(C) BUILDING HEIGHT IN STORIES:  EXISTING

(D) DISTANCE FROM PROPERTY LINES ALL DIMENSIONS EXISTING

3. TYPE OF CONSTRUCTION:

TYPE II-B, SPRINKLERED.

4. OCCUPANCY SEPARATION:
PER TABLE 508.4 NO SEPARATION REQUIRED

5. CONSTRUCTION REQUIREMENTS:

(A) TABLE 6OI - FIRE-RESISTANCE RATING REQ'MENTS FOR BLDG. ELEMENTS

STRUCTURAL FRAME: 0 HR.   (EXISTING)
BEARING WALLS:

EXTERIOR 0 HR.   (EXISTING)
INTERIOR  0 HR.   (EXISTING)
FLOOR CONSTRUCTION: 0 HR.   (EXISTING)
ROOF CONSTRUCTION: 0 HR.   (EXISTING)

(B) CHAPTER 6
TABLE 602 - FIRE SEPARATION DISTANCE EXISTING

(C) CHAPTER 7: FIRE SEPARATION IS NOT REQUIRED.

(D) CHAPTER 9: SPRINKLER SYSTEM IS EXISTING. PORTABLE FIRE EXTINGUISHERS
REQUIRED BY SECTION 906. SUGGESTED LOCATION SHOWN BUT FINAL
LOCATION SHALL BE DETERMINED BY FIRE MARSHAL OF JURISDICTION.

(E) CHAPTER 10: OCCUPANCY LOAD - SEE TABLE BELOW

1) OCCUPANT LOAD - TABLE  I004.5 CHAPTER 1004: OCCUPANCY LOAD.
UNCONCENTRATED (TABLE & CHAIRS) 128 OCCUPANTS
KITCHEN    5 OCCUPANTS

2) TABLE I005 - EGRESS WIDTH
STAIRS 0.30"
OTHER COMPONENTS 0.20"

132(.20") = 26.4" REQUIRED
68" PROVIDED (2 EXIT @ 34" CLEAR)

3) TABLE 1006.3.2 - 2 EXIT REQUIRED, 2 EXITS PROVIDED

6. MINIMUM PLUMBING FIXTURES - TABLE 2902.1:

PROJECT ASSEMBLY A-2 132 OCCUPANTS TOTAL
66 MALE, 66 FEMALE

WATER  CLOSETS  REQUIRED CALCULATION  
GROUP A-2 MALE 1 PER 75 66/75 = 0.88 = 1 TOTAL

FEMALE 1 PER 75 66/75 = 0.88 = 1 TOTAL

REQUIRED 1 MALE, 1 FEMALE =2 TOTAL
PROVIDED 1 MALE, 1 FEMALE =2 TOTAL

LAVATORIES
GROUP A-2 MALE 1 PER 200 66/200 = 0.33 = 1 TOTAL

FEMALE 1 PER 200 66/200 = 0.33 = 1 TOTAL

REQUIRED 1 MALE, 1 FEMALE =2 TOTAL
PROVIDED 1 MALE, 1 FEMALE =2 TOTAL

DRINKING FOUNTAIN
GROUP A-2 2018 INTERNATIONAL PLUMBING CODE, SECTION 410.4

SUBSTITUTIONS - WHERE RESTAURANTS PROVIDE DRINKING WATER IN
A CONTAINER FREE OF CHARGE, DRINKING FOUNTAINS SHALL NOT BE
REQUIRED IN THOSE RESTAURANTS.

SERVICE SINK
GROUP A-2 REQUIRED 1

PROVIDED 1 (IN KITCHEN)

CHAPTER 10: OCCUPANCY LOAD - TABLE 1004.1.2

3,878 SF

FLOOR AREA

PROJECT AREA XX

MAX AREA /
OCCUPANT

XX

# OF
OCCUPANTS DESIGN LOAD

XXX

PROJECT AREA 3,878 GSF

LEGEND

EXISTING WALL TO REMAIN

EXISTING DOOR TO REMAIN

SYMBOL DESCRIPTION

WALL TYPE A - WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL @ 16"
OC WITH SOUND BATT INSULATION AND 1 LAYER 5/8" GYPSUM
BOARD OR CEMENTATIOUS BOARD ONE EACH SIDE TO UNDERSIDE
OF EXISTING DECK. SEE DETAIL A4/A301. SEE ROOM FINISH
SCHEDULE FOR WALL TYPE MATERIAL.

WALL TYPE B - WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL @ 16"
OC WITH 5/8" GYPSUM BOARD ON OUTSIDE OF WALL (NEAR TABLES)
AND 5/8" WATER RESISTANT CEMENTATIOUS BOARD ON INSIDE OF
WALL (BAR SIDE) . SEE DETAIL A3/A301.

WALL TYPE C - WIDTH 7-1/4" - NEW 6" METAL STUD WALL @ 16" OC
WITH 1 LAYER 5/8" CEMENTATIOUS BOARD BOTH SIDES OF WALL
WITH 3" MINIMUM SOUND ATTENUATION BATT INSULATION. SEE
DETAIL A2/A301.

EXISTING 1-HR FIRE RATED WALL TO REMAIN

GENERAL CONSTRUCTION NOTES

1. CONTRACTOR SHALL VERIFY LOCATIONS AND NUMBER OF FIRE EXTINGUISHERS
REQUIRED WITH THE FIRE MARSHALL PRIOR TO INSTALLATION.

LIFE SAFETY PLAN LEGEND

XX GSF
XX

XX

X

AREA PER OCCUPANT
AREA OF SPACE

OCCUPANT LOAD

OCCUPANCY

FE FIRE EXTINGUISHER. SEE GENERAL NOTES.

TRAVEL DISTANCE

EXIT SIGN

EMERGENCY LIGHT WITH 90 MINUTE BATTERY
BACKUP
EXIT LIGHT WITH EMERGENCY LIGHT WITH 90
MINUTE BATTERY BACKUP

TD = XX'-X"

SCALE: 1/8" = 1'-0"G002
LIFE SAFETY PLANB3

TD = 73'-4"

FE

101
XXX

102
XXX

103
XXX

105
XXX

104
HALLWAY

106
XXX 107

XXX

108
TOILET

109
TOILET

110
XXX 113

XXX

XXX GSF
XXX GSF

XX

XX

111
XXX

112
XXX

114
XXX

115
XXX

116
XXX
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CONTRACTOR NOTES:
1. CONTRACTUAL OBLIGATION: THE GENERAL CONTRACTOR SHALL ABIDE BY

AND BE RESPONSIBLE FOR ALL REQUIREMENTS STATED IN SCOPE OF WORK
AND THE DESIGN INTENT WHETHER SHOWN OR NOT ON THE DRAWINGS,
UNLESS NOTED OTHERWISE. CONSTRUCTION SHALL MEET THE
REQUIREMENTS OF THE LATEST EDITION OF IBC AND ANY ADDITIONAL
REQUIREMENTS OF THE LOCAL BUILDING OFFICIAL.

2. GENERAL CONDITIONS: THE GENERAL CONTRACTOR SHALL PROVIDE ALL
LABOR, MATERIAL, EQUIPMENT, TOOLS, UTILITIES, INSURANCE,
TRANSPORTATION, AND PAY FOR ALL REQUIRED TAXES, PERMITS, AND
SERVICES REQUIRED TO COMPLETE THE ENTIRE SCOPE OF WORK, WHETHER
TEMPORARY OR PERMANENT.  ALL MATERIALS EXCEPT TEMPORARY FORMS
ARE TO BE NEW, UNUSED AND OF THE SPECIFIED QUALITY.  THE GENERAL
CONTRACTOR SHALL MAINTAIN THE PROJECT SITE IN A CLEAN AND ORDERLY
FASHION.  TOOLS AND EQUIPMENT SHALL BE SECURED, AND ALL DEBRIS
SHALL BE REMOVED DAILY.  THE GENERAL CONTRACTOR SHALL MAINTAIN A
VISITORS LOG. ALL VISITORS SHALL BE REQUIRED TO SIGN SUCH LOG.
DATES AND TIMES OF ENTERING AND EXITING THE SITE FOR ALL VISITORS
SHALL BE NOTED.  GENERAL CONTRACTOR TO SECURE PROJECT SITE FROM
UNAUTHORIZED ENTRY AT ALL TIMES.  COORDINATE LOCATION OF
BARRICADES OR TEMPORARY FENCING WITH THE DOCUMENTS AND OWNER.
THE GENERAL CONTRACTOR SHALL PHOTOGRAPH THE PROJECT SITE AND
EXISTING CONDITIONS PRIOR TO THE BEGINNING OF THE WORK.
PHOTOGRAPHS SHALL BE TAKEN OF THE PROGRESS OF THE WORK AT
INTERVALS NO GREATER THAN 7 CALENDAR DAYS. PHOTOGRAPHS SHALL BE
IN COLOR AND IDENTIFIED BY DATE AND TIME OF DAY.  MAINTAIN DIGITAL
PHOTOGRAPH FILE ON SITE.  DELIVER COMPLETED FILE TO THE ARCHITECT
UPON RECEIPT OF USE AND OCCUPANCY PERMIT.  THE GENERAL
CONTRACTOR SHALL MAINTAIN AN ON SITE STAGING AREA AND SHALL KEEP
THE AGENCY APPROVED CONSTRUCTION DOCUMENTS, ALL LICENSING
INFORMATION, VISITORS LOG, PHOTOGRAPH FILE, AND AT LEAST ONE SET OF
REPRODUCIBLE CONSTRUCTION DOCUMENTS, TO BE MARKED
CONCURRENTLY WITH THE CONSTRUCTION, TO RECORD ACTUAL CONDITIONS
OF THE CONSTRUCTION AND DEVICE INSTALLATIONS.  DELIVER PDF
COMPLETED RECORD SET AND AS-BUILT TO THE ARCHITECT UPON
COMPLETION OF THE PROJECT. GENERAL CONTRACTOR TO REMOVE AND
DISPOSE OF ALL WASTE AND DEBRIS FROM PROJECT SITE IN A LEGAL
MANNER.  UPON COMPLETION OF THE WORK, PROVIDE PROFESSIONAL
CLEANING SERVICE TO CLEAN THE PROJECT SITE, INTERIOR AND EXTERIOR,
FOR FINAL OCCUPANCY.

3. THE ARCHITECT IS SOLELY RESPONSIBLE FOR THE DESIGN INTERPRETATION
OF THE CONSTRUCTION DOCUMENTS. ARCHITECT IS NOT UNDER CONTRACT
TO PROVIDE CONSTRUCTION OBSERVATION FOR THIS PROJECT.

4. COORDINATE FINAL COLOR SELECTIONS WITH TENANT.

5. PROVIDE FIRE EXTINGUISHERS AS DIRECTED BY CITY/COUNTY FIRE MARSHALL.

6. NOT USED.

7. DOCUMENT DISCREPANCIES: WHENEVER THERE ARE DISCREPANCIES IN THE
CONTRACT DOCUMENTS, THE CONTRACTOR SHALL BASE HIS BID UPON THE
BETTER QUALITY OR GREATER QUANTITY OF THE MATERIAL OR WORK
DESCRIBED.

8. DRAWING SCALE: THE CONTRACTOR SHALL NOT SCALE DRAWINGS.

9. FIELD CONDITIONS: THE CONTRACTOR/SUBCONTRACTORS SHALL TAKE FIELD
MEASUREMENTS AND VERIFY FIELD CONDITIONS AND SHALL CAREFULLY
COMPARE SUCH FIELD MEASUREMENTS, CONDITIONS, AND OTHER
INFORMATION KNOWN TO THE CONTRACTOR WITH THE CONTRACT
DOCUMENTS BEFORE COMMENCING ACTIVITIES. ERRORS, INCONSISTENCIES,
OR OMISSIONS DISCOVERED SHALL BE REPORTED TO THE ARCHITECT AT
ONCE.  NO ALLOWANCE WILL BE MADE ON BEHALF OF THE CONTRACTOR OR
SUBCONTRACTORS FOR FAILURE TO VISIT THE SITE.

10. CONSTRUCTION MEANS PROCEDURES: THE GENERAL CONTRACTOR SHALL
SUPERVISE AND DIRECT THE WORK, USING THE CONTRACTOR'S BEST SKILL
AND ATTENTION.  THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR
AND HAVE CONTROL OVER CONSTRUCTION MEANS, METHODS, TECHNIQUES,
SEQUENCES AND PROCEDURES AND FOR COORDINATING ALL PORTIONS OF
WORK UNDER THE CONTRACT, UNLESS CONTRACT DOCUMENTS GIVE OTHER
SPECIFIC INSTRUCTIONS CONCERNING THESE MATTERS.  ANY WORK THAT
MUST BE REMOVED OR RELOCATED DUE TO LACK OF COORDINATION OF THE
TRADES IS SOLELY THE CONTRACTOR'S RESPONSIBILITY.  THE CONTRACTOR
SHALL MAINTAIN A SECURE SITE THROUGHOUT THE CONSTRUCTION
PROCESS.

11. BUILDING SYSTEMS: THE GENERAL CONTRACTOR SHALL COORDINATE THE
LOCATION AND INSTALLATION OF ALL BUILDING SYSTEMS AND EQUIPMENT.
THE GENERAL CONTRACTOR SHALL COORDINATE ALL BUILDING TRADES TO
ASSURE ALL REQUIRED CLEARANCES FOR OPERATION AND MAINTENANCE OF
ALL EQUIPMENT AND SYSTEMS AS REQUIRED BY CODE, THESE DOCUMENTS,
OR MANUFACTURER'S RECOMMENDATIONS ARE MET OR EXCEEDED.  LACK OF
SPECIFIC DETAILS SHALL NOT BE AN EXCUSE FOR IMPROPER INSTALLATION
OF ANY MATERIAL, DEVICE, OR SYSTEM.  WHERE DETAILS ARE NOT

PROVIDED, THE GENERAL CONTRACTOR SHALL REFER TO THE PRINTED
MANUFACTURER'S RECOMMENDATIONS FOR INSTALLATION GUIDELINES.  ALL
INSTALLED SYSTEMS AND DEVICES ARE TO OPERATE QUIETLY AND WITHOUT
EXCESSIVE VIBRATION.  THIS INCLUDES BUT IS NOT LIMITED TO THE
FOLLOWING SYSTEMS; MECHANICAL, ELECTRICAL, LIGHTING, PLUMBING, AND
TELEPHONE EQUIPMENT.

12. CLEARANCES: THE CONTRACTOR SHALL COORDINATE WITH ALL BUILDING
TRADES INVOLVED IN THE PROJECT FOR PREPARATION OF COMPOSITE SHOP
DRAWINGS FOR EACH FLOOR TO INSURE PROPER CLEARANCES FOR
FIXTURES, DUCTS, CEILINGS, ETC, WHILE MAINTAINING THE SPECIFIED CEILING
HEIGHTS NOTED ON THE DRAWINGS.  CLARIFY ANY CONFLICTS WITH
ARCHITECT.

13. NOT USED.

14. GOVERNING AGENCIES: THE GENERAL CONTRACTOR AND ALL OF HIS FORCES
SHALL COMPLY WITH ALL REGULATIONS BY ANY GOVERNING AGENCY WITH
JURISDICTION OVER THE PROJECT OR PROJECT SITE.

15. PERMITS/INSPECTIONS: UNLESS OTHERWISE PROVIDED IN THE CONTRACT
DOCUMENTS, THE CONTRACTOR SHALL SECURE AND PAY FOR THE BUILDING
PERMIT AND OTHER PERMITS AND GOVERNMENTAL FEES, LICENSES AND
INSPECTIONS NECESSARY FOR PROPER EXECUTION AND COMPLETION OF
WORK.  THE CONTRACTOR SHALL COMPLY WITH AND GIVE NOTICES
REQUIRED BY LAWS, ORDINANCES, RULES, REGULATIONS, AND LAWFUL
ORDERS OF PUBLIC AUTHORITIES BEARING ON PERFORMANCE OF THE WORK.
UPON COMPLETION OF THE WORK, THE CONTRACTOR SHALL OBTAIN A USE
AND OCCUPANCY PERMIT AS REQUIRED FROM THE GOVERNING CODES.
SUBMIT ONE COPY OF THE PERMIT TO THE OWNER WITH FINAL APPLICATION
OF PAYMENT.

16. LIFE SAFETY TESTING: THE GENERAL CONTRACTOR SHALL PROVIDE THE
OWNER AND THE LOCAL FIRE DEPARTMENT WRITTEN NOTICE 96 HOURS IN
ADVANCE OF ANY LIFE SAFETY SYSTEM SHUT DOWN OR TESTING.  THE
GENERAL CONTRACTOR SHALL TELEPHONE THE FIRE DEPARTMENT
IMMEDIATELY PRIOR TO SUCH TESTING OR SHUT DOWN TO INFORM THEM OF
THE EXACT TIME OF THE ANTICIPATED ALARM CONDITION. THE GENERAL
CONTRACTOR SHALL NOTIFY THE FIRE DEPARTMENT IMMEDIATELY UPON
COMPLETION OF THE TEST OR SHUT DOWN TO RE-ESTABLISH EMERGENCY
RESPONSE TO ALARM CONDITIONS.

17. DOORS: UNDERCUTTING OF DOORS SHALL BE DONE IN ACCORDANCE WITH
NFPA 80 (CURRENT ISSUE) TABLE 1-11.4.

18. BLOCKING: PROVIDE METAL STUD BLOCKING IN PARTITIONS BEHIND ALL WALL
HUNG OR WALL MOUNTED GRAB BARS, EQUIPMENT, MILLWORK, SHELVING,
OR OTHER DEVICES.

19. TOXIC MATERIAL: IN THE EVENT THE CONTRACTOR ENCOUNTERS ON THE SITE
MATERIAL REASONABLY BELIEVED TO BE ASBESTOS, POLYCHLORINATED
BIPHENYL (PCB) OR OTHER TOXIC MATERIAL, WHICH HAS NOT BEEN
RENDERED HARMLESS, THE CONTRACTOR SHALL IMMEDIATELY STOP WORK IN
THE AREA AFFECTED, SEAL OFF THE PERIMETER, AND REPORT THE CONDITION
TO THE OWNER AND ARCHITECT IN WRITING. NO NEW BUILDING MATERIAL
SHALL CONTAIN ASBESTOS, POLYCHLORINATED BIPHENYL (PCB) OR OTHER
TOXIC MATERIAL AS DEFINED BY STATE AND FEDERAL REGULATORY AGENCIES.

20. PARTITIONS: PARTITIONS EXTENDING TO THE STRUCTURE ABOVE SHALL BE
TIGHTLY SEALED.  THE INTEGRITY OF RATED ASSEMBLIES AND SMOKE
BARRIERS SHALL BE MAINTAINED AT CORNERS AND INTERSECTIONS OF
LOWER PRIORITY PARTITIONS.  ALL HORIZONTAL AND VERTICAL FIRE AND/OR
SMOKE BARRIERS, INCLUDING ALL FLOOR STRUCTURES, SHALL BE
CONTINUOUS FROM OUTSIDE WALL TO OUTSIDE WALL, FROM ONE BARRIER
TO ANOTHER, OR COMBINATION THEREOF.  BARRIERS MUST BE
CONTINUOUS THROUGH CONCEALED SPACES AND INTERSTITIAL SPACES.
SEAL COMPLETELY ALL OPENINGS WITH UL (OR OTHER TESTING AGENCY)
APPROVED ASSEMBLIES WHERE FIRE BARRIERS ARE PENETRATED OR ABUT
OTHER FIRE BARRIERS, EXTERIOR WALLS, AND FLOORS ABOVE AND BELOW
BARRIER.  ALL FIRE BARRIERS ARE TO BE CONSTRUCTED ACCORDING TO THE
TESTING LABORATORY SPECIFICATIONS. ALL SMOKE BARRIERS SHALL BE A
MINIMUM OF 1-HOUR FIRE RESISTANT CONSTRUCTION.  CORRIDOR
PARTITIONS, SMOKE STOP PARTITIONS, HORIZONTAL EXIT PARTITIONS, EXIT
ENCLOSURES, AND ALL FIRE RATED WALLS SHALL BE PERMANENTLY
IDENTIFIED WITH STENCILING.  SUCH IDENTIFICATION SHALL BE ABOVE ANY
DECORATIVE CEILING AND IN CONCEALED SPACES.  STENCILING TO BE IN RED
LETTERS, NO LESS THAN 4" TALL WITH A RED BAND EXTENDING THE LENGTH
OF THE PARTITION.  STENCILED IDENTIFICATION TO READ "(X) HOUR RATED
FIRE AND/OR SMOKE BARRIER, PROTECT ALL OPENINGS".  STENCILED
IDENTIFICATION TO BE POSITIONED TO BE READILY VISIBLE FROM BOTH
SIDES OF THE BARRIER AND SUCH THAT FROM ANY ACCESS POINT AT LEAST
ONE IDENTIFICATION MARKER MAY BE READ.

21. PENETRATIONS: PENETRATIONS OF PIPES, TUBES, CONDUIT, WIRES, CABLES,
DUCTS, VENTS, CABINETS, LIGHTING, AND OTHER FIXTURES THROUGH FIRE
RATED ASSEMBLIES SHALL BE INSTALLED AND PROTECTED TO MAINTAIN FIRE
RATING.

22. PROTECTION OF FLOOR SURFACES: CONTRACTOR SHALL PROVIDE ADEQUATE
PROTECTION FOR ALL FINISHED FLOOR SURFACES, EXISTING OR NEW
INCLUDING BUT NOT LIMITED TO, CERAMIC TILE, VINYL TILE, CONCRETE, ETC.,
THROUGHOUT THE CONSTRUCTION PERIOD.

23. COMMUNICATION EQUIPMENT: THE GENERAL CONTRACTOR SHALL
COORDINATE THE WORK HE IS RESPONSIBLE FOR WITH THE OWNER'S
COMMUNICATION SERVICE PROVIDERS.  COORDINATE THE LOCATION OF ALL
SYSTEM CONTROLS WITH THE ELECTRICAL SYSTEM INSTALLER, THE TENANT
AND THE OWNER PRIOR TO INSTALLATION. OWNER'S COMMUNICATION
PROVIDER TO ASSURE THAT JUXTAPOSING OF ELECTRICAL AND DATA LINES
WILL NOT RESULT IN INTERFERENCE, STATIC, OR IN ANY OTHER WAY DISRUPT
THE NORMAL FUNCTION OF THE DATA/COMMUNICATION SYSTEM(S).

24. SUBSTRATE PREPARATIONS: ALL SUBSURFACES SHALL BE PROPERLY
PREPARED BEFORE APPLICATION OF FINISHES.  CONTRACTOR SHALL ASSUME
RESPONSIBILITY FOR SUBSTRATE CONDITIONS WHERE FINISHES ARE APPLIED.

25. DIMENSION STANDARDS: DIMENSIONS ARE NOT ADJUSTABLE UNLESS NOTED
WITH A +/- SYMBOL.  ONLY NORMAL INDUSTRY STANDARD TOLERANCES ARE
ACCEPTABLE DEVIATIONS FROM DIMENSIONS INDICATED.  DO NOT SCALE
DRAWINGS.  ALL DIMENSIONS NOTED AS "CLEAR" SHALL MAINTAIN THE FULL
SPACE INDICATED WITHOUT ENCROACHMENTS.   ALL VERTICAL HEIGHTS
INDICATED ARE FROM THE FINISH FLOOR ELEVATION AT THE BASE OF THE
ITEM INDICATED, UNLESS NOTED OTHERWISE.   WHERE WALLS, JAMBS, OR
OTHER ITEMS ARE NOTED TO "ALIGN", THE FACE OF ITEMS INDICATED SHALL
BE IN LINE WITH EACH OTHER TO FORM A STRAIGHT LINE, FREE OF OFFSETS
OR DEVIATIONS.   FIELD VERIFY ALL DIMENSIONS. UNLESS NOTED
OTHERWISE, DIMENSIONS ARE ACTUAL, NOT NOMINAL, AS FOLLOWS:

A. COLUMNS -  FROM CENTER LINE TO CENTERLINE

B. INTERIOR PARTITIONS- FROM STUD FACE TO STUD FACE

C. CONCRETE/ MASONRY - FROM FINISH FACE TO FINISH FACE

D. EXTERIOR WALLS - FROM EXTERIOR FACE TO INTERIOR FINISH FACE OF
WALL.
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GENERAL CONDITIONS

A. FIELD CONDITIONS:
CONTRACTOR SHALL VERIFY ALL CONDITIONS AS WELL AS ALL DIMENSIONS
AND CONDITIONS INDICATED IN THE DRAWINGS, PRIOR TO ACTUAL
CONSTRUCTION.  ANY VARIATION FROM CONDITIONS INDICATED IN THE
DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT AND
OWNERS REPRESENTATIVE PRIOR TO BID SUBMITTAL.

B. COORDINATION OF WORK:
THE CHARACTER AND SCOPE OF THE WORK ARE ILLUSTRATED BY THE
WORKING DRAWINGS.  CONTRACTOR SHALL CAREFULLY EXAMINE ALL THE
DRAWINGS AND BE RESPONSIBLE FOR THE PROPER INSTALLATION OF HIS
WORK AND PROPER CONSIDERATION FOR THE WORK OF OTHERS AND
EXISTING SHOPPING CENTER CONSTRUCTION.  DO NOT PLACE DUCTS, PIPING,
CONDUIT OR ANY OBSTRUCTION SO AS TO IMPAIR REQUIRED CEILING HEIGHTS
AND CLEARANCE FOR LIGHT FIXTURES, ETC.  CONTRACTOR SHALL BE
RESPONSIBLE FOR THE PROTECTION OF EXISTING ADJACENT TENANT(S) AND
SHOPPING CENTER FACILITIES.

C. BUILDING CODES AND REGULATIONS:
ALL WORK SHALL CONFORM TO ALL CODES AND REGULATIONS.  CONTRACTOR
SHALL FILE, PAY FOR AND OBTAIN ALL REQUIRED PERMITS TO PERFORM THE
WORK.  CONTRACTOR SHALL OBTAIN ALL REQUIRED APPROVALS FROM
GOVERNMENTAL AGENCIES INVOLVED PRIOR TO FINAL PAYMENT.  APPROVALS
TO OCCUPY THE SPACE BY LOCAL BUILDING OFFICIALS SHALL BE OBTAINED.

D. INSURANCE:

1. CONTRACTOR SHALL SECURE, PAY FOR, AND MAINTAIN DURING
CONSTRUCTION AND FIXTURING WORK WITHIN LEASED PREMISES, ALL OF
THE INSURANCE POLICIES REQUIRED AND IN THE AMOUNTS AS SET FOR
HEREIN. CONTRACTOR SHALL NOT COMMENCE ANY WORK UNTIL ALL
REQUIRED INSURANCE HAS BEEN OBTAINED AND CERTIFICATES OF SUCH
INSURANCE HAVE BEEN DELIVERED TO THE LANDLORD AND TENANT.
LANDLORD MUST BE NAMED AS "ADDITIONAL INSURED".  CERTIFICATES
OF INSURANCE SHALL COVER ALL WORK PERFORMED BY HIM AND EACH
OF HIS SUBCONTRACTORS AND ALL MAJOR SUPPLIERS.

2. GENERAL CONTRACTOR'S AND SUBCONTRACTORS' REQUIRED MINIMUM
COVERAGE AND LIMITS OF LIABILITY:

2.1. WORKMEN'S COMPENSATION INSURANCE - IN ACCORDANCE WITH
THE GOVERNING LAWS WITH A LIMIT OF NOT LESS THAN
$500,000. AND ANY INSURANCE REQUIRED BY ANY EMPLOYEE
BENEFITS ACT, ETC.  AS WILL PROTECT THE CONTRACTOR AND
SUBCONTRACTORS FROM ANY AND ALL LIABILITY.

2.2. CONTRACTOR SHALL PAY FOR AND FURNISH TO TENANT AND
LANDLORD, CERTIFICATES OF INSURANCE WHICH WILL PROTECT
SAID CONTRACTOR FROM CLAIMS (1) UNDER WORKMAN'S
COMPENSATION ACTS AND OTHER EMPLOYEE BENEFITS ACTS,
WITH LIMITS OF NOT LESS THAN $2,000,000; (ii) FOR DAMAGES
TO BODILY INJURY, (INCLUDING DEATH) TO HIS EMPLOYEES AND
ALL OTHERS, WITH THE LIMITS OF $2,000,000 PER PERSON AND
$2,000,000 PER OCCURRENCE AND (iii) FOR PROPERTY WITH
LIMITS OF $1,000,000. WHICH ARISE OUT OF OR RESULT FROM
THE CONTRACTOR'S WORK UNDER THIS CONTRACT WHETHER SUCH
WORK (INCLUDING OPERATION OR MOTOR VEHICLES) BE BY
HIMSELF OR OTHERS DIRECTLY OR INDIRECTLY EMPLOYED BY
EITHER; AND BUILDERS RISK INSURANCE IN THE FULL AMOUNT OF
THE CONTRACT SUM.

3. INDEMNIFICATION - TO THE FULLEST EXTENT PERMITTED BY LAW, THE
CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE LANDLORD,
TENANT, AND THE ARCHITECT AND THEIR ASSENTS AND EMPLOYEES
FROM AND AGAINST ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES,
INCLUDING BY NOT LIMITED TO THE ATTORNEY'S FEES ARISING OUT OF
OR RESULTING FROM THE PERFORMANCE OF THE WORK, PROVIDED
THAT ANY SUCH CLAIM, DAMAGE, LOSS OR EXPENSE (i) IS ATTRIBUTABLE
TO BODILY INJURY, SICKNESS, DISEASE, OR DEATH, OR TO INJURY OR
TO DESTRUCTION OF TANGIBLE PROPERTY (OTHER THAN THE WORK
ITSELF) INCLUDING THE LOSS OF USE RESULTING THEREFROM AND (ii) IS
CAUSED IN WHOLE OR IN PART BY A NEGLIGENT ACT OR OMISSION OF
THE CONTRACTOR, ANY SUBCONTRACTORS, ANYONE DIRECTLY OR
INDIRECTLY EMPLOYED BY ANY OF THEM MY BE LIABLE, REGARDLESS OF
WHETHER OR NOT IT IS CAUSED IN PART BY A PARTY INDEMNIFIED
HEREUNDER.

E. LIEN WAIVERS AND SWORN AFFIDAVITS: CONTRACTOR SHALL FURNISH WITHIN
30 DAYS AFTER COMPLETION, FINAL NOTARIZED WAIVERS OF LIEN FOR ALL
WORK PERFORMED AS WELL AS ALL SUBCONTRACTORS AND MAJOR
SUPPLIERS.

F. CERTIFICATE OF OCCUPANCY:  CONTRACTOR WILL PROVIDE TENANT AND
LANDLORD WITH A COPY OF THE CERTIFICATE OF OCCUPANCY.

G. QUALITY STANDARDS: ALL SUCH WORK SHALL BE PERFORMED IN A FIRST
CLASS WORKMANLIKE MANNER AND SHALL BE IN GOOD AND USEABLE
CONDITION AT THE DATE OF COMPLETION THEREOF.  CONTRACTOR SHALL
GUARANTEE ALL WORK PERFORMED TO BE FREE FROM ANY AND ALL DEFECTS
IN WORKMANSHIP AND MATERIALS FOR ONE (1) YEAR FROM THE DATE ALL
CONSTRUCTION PUNCH LIST ITEMS HAVE BEEN COMPLETED AND ACCEPTANCE
HAS BEEN CONFIRMED IN WRITING BY THE TENANT REPRESENTATIVE.
CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPLACEMENT OR REPAIR
WITHOUT ANY ADDITIONAL CHARGE FOR ANY AND ALL WORK DONE OR
FURNISHED WHICH SHALL BECOME DEFECTIVE WITHIN THE ONE (1) YEAR
PERIOD.  THE CORRECTION OF SUCH WORK SHALL INCLUDED, WITHOUT
ADDITIONAL CHARGE, ALL EXPENSES AND DAMAGES IN CONNECTION WITH
SUCH REMOVAL, REPLACEMENT, OR REPAIR OF ANY PART OF THE WORK
WHICH MAY BE DAMAGED OR DISTURBED THEREBY.  ALL WARRANTIES OR

GUARANTEES AS TO MATERIALS OR WORKMANSHIP ON OR WITH RESPECT TO
TENANTS WORK SHALL BE CONTAINED IN THE CONTRACT OR SUBCONTRACT
WHICH SHALL BE SO WRITTEN THAT SUCH GUARANTEES OR WARRANTEES
SHALL INSURE TO THE BENEFIT OF BOTH LANDLORD AND TENANT, AS THEIR
RESPECTIVE INTEREST APPEAR AND CAN BE DIRECTLY ENFORCED BY EITHER.

H RUBBER WHEEL CARTS: CONTRACTOR'S CARTS, EQUIPMENT BOXES, ETC,
MUST BE EQUIPPED WITH RUBBER WHEELS.

I FIRE EXTINGUISHERS: CONTRACTOR TO VERIFY REQUIRED NUMBER AND
LOCATION OF ANY ADDITIONAL EXTINGUISHERS REQUIRED BY FIRE
DEPARTMENT AND FURNISHED AND INSTALL SAME.  INSTALL AFTER FIXTURING.

J. RESPONSIBILITY FOR MATERIALS ON SITE: CONTRACTOR SHALL BE
RESPONSIBLE FOR ALL MATERIALS SHIPPED TO THE JOB SITE INCLUDING
MATERIALS FURNISHED BY OTHERS. COST OF ALL MISSING MATERIALS WILL BE
DEDUCTED FROM THE CONTRACT PRICE AND FINAL PAYMENT. CONTRACTOR
TO CHECK ALL INVOICES AT TIME SHIPMENT IS RECEIVED AND NOTIFY TENANT
REPRESENTATIVE OF ANY DISCREPANCIES.

K. RUBBISH REMOVAL: CONTRACTOR SHALL BE RESPONSIBLE FOR DAILY
REMOVAL FROM THE PROJECT, ALL TRASH, RUBBISH AND SURPLUS
MATERIALS RESULTING FROM CONSTRUCTION, FIXTURING AND
MERCHANDISING OF THE DEMISED PREMISES.  COORDINATE REMOVAL OF
DEBRIS WITH SHOPPING CENTER MANAGEMENT/LANDLORD.

L. TEMPORARY UTILITIES: CONTRACTOR SHALL ARRANGE FOR TEMPORARY
UTILITIES AS REQUIRED AND SHALL PAY FOR THE UTILITY CHARGE.

GENERAL NOTES

1. ALL DIMENSION SHOWN ARE FROM FACE TO FACE OF MASONRY OR STUD
WALLS.  EXTERIOR DIMENSIONS ARE FROM OUTSIDE FACE OF STUDS. THE
APPROPRIATE CONTRACTOR(S) SHALL CHECK AND FIELD VERIFY ALL DIMENSION
AND ANDY DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT.  DO NOT SCALE DRAWINGS!

2. MECHANICAL DUCTS PASSING THROUGH WALLS CARRYING A FIRE RATING
LABEL SHALL BE EQUIPPED WITH THE APPROPRIATE RATED FIRE DAMPER AT THE
POINT OF INTERSECTION WITH THE WALL.

3. NOT USED.

4. STRIKE SIDE OF ALL DOOR JAMBS SHALL BE INSTALLED A MINIMUM OF 1'-6"
FROM FRAME TO ANY WALL PERPENDICULAR TO THE DOOR FRAME WHERE
HANDICAPPED ACCESS IS REQUIRED.

5. ALL SITE UTILITIES LOCATIONS, AND GRADING SHALL BE CHECKED OR FIELD
VERIFIED BY THE APPROPRIATE CONTRACTOR.

6. ALL FIRE WALLS ARE TO BE MARKED (PAINTED RED WITH THE RATING OF THE
WALL) ABOVE THE CEILING WITH 6" HIGH STENCILED LETTERS @ 20'-0" O.C.
MAX.

(EXAMPLE): 1 HOUR FIRE RATED WALL
PROTECT ALL OPENINGS

7. INSTALL SUPPLEMENTARY FRAMING, BLOCKING, AND BRACING AT
TERMINATIONS IN THE WORK AND FOR SUPPORT OF FIXTURES, EQUIPMENT
SERVICES, HEAVY TRIM, EXTERIOR SIDING, GRAB BARS, TOILET ACCESSORIES,
FURNISHINGS, ETC. AS NECESSARY OR AS DETAILS OR INDICATED AND WITH
RECOMMENDATIONS OF THE GYPSUM BOARD MANUFACTURER. OR IF NONE
AVAILABLE, WITH "GYPSUM CONSTRUCTION HANDBOOK" PUBLISHED BY UNITED
STATES GYPSUM CO.

8. ALL FINISHES SHALL BE SELECTED BY TENANT.

9. SEE ENLARGED PLANS FOR DIMENSION AND WALL TYPES NOT SHOWN ON 1/16"
SCALE FLOOR PLANS.

RENOVATION NOTES
1. PROTECTION OF EXISTING TO REMAIN: THE CONTRACTOR SHALL PROVIDE

PROTECTIVE COVERING FOR ALL EQUIPMENT, FURNISHINGS, AND FINISHES IN
EXISTING AREAS NOT DESIGNATED FOR DEMOLITION OR NEW CONSTRUCTION.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR OF ANY DAMAGE
CAUSED BY HIS WORK OR ANY SUBCONTRACTOR.

2. SCHEDULING: THE CONTRACTOR SHALL MEET WITH THE OWNER'S AUTHORIZED
REPRESENTATIVE WELL IN ADVANCE OF CONSTRUCTION COMMENCEMENT TO:

A. SCHEDULE, SEQUENCE AND COORDINATE ALL WORK

3. CLEARANCES: THE CONTRACTOR SHALL VERIFY THAT NEW CEILINGS CAN BE
INSTALLED IN EXISTING SPACES TO CLEAR DUCTWORK AND OTHER CONSTRUCTED
ITEMS AND MAINTAIN FLOOR TO CEILING HEIGHTS INDICATED ON DRAWINGS.  IF
DISCREPANCIES OCCUR DUE TO EXISTING CONDITIONS, CONSULT WITH THE
ARCHITECT BEFORE PROCEEDING.

4. MATERIAL: ALIGNMENT THE FINISH FACE OF MATERIAL OF NEW PARTITIONS SHALL
ALIGN ON BOTH SIDES OF THE PARTITION WITH THE FACE OF THE MATERIALS ON
EXISTING COLUMNS, WALLS, OR PARTITIONS, UNLESS NOTED OTHERWISE.

5. AS BUILT VERIFICATION: THE CONTRACTOR SHALL VERIFY DIMENSIONS OF
AS-BUILT CONDITIONS, AND NOTIFY THE ARCHITECT IN WRITING OF ANY
DISCREPANCIES.  ALL INFORMATION SHOWN ON THE CONSTRUCTION
DOCUMENTS IS BASED ON FIELD OBSERVATIONS AND/OR THE ORIGINAL
CONSTRUCTION DOCUMENTS OF THE FACILITY.

6. REMOVAL SURVEY: THE CONTRACTOR SHALL SURVEY AND DETERMINE THE
REMOVAL OF EXISTING CONSTRUCTION, EITHER WHOLE OR IN PART, AS
REQUIRED FOR THE INSTALLATION OF THE NEW WORK, MECHANICAL, PLUMBING
AND ELECTRICAL WORK.

7. CONSTRUCTION DEFECTS: THE CONTRACTOR SHALL NOTIFY THE ARCHITECT IN
WRITING OF ANY CONSTRUCTION DEFECTS FOUND IN UNCOVERING WORK IN THE
EXISTING CONSTRUCTION.

8. CORRECTING DEFECTIVE WORK THE CONTRACTOR SHALL BE RESPONSIBLE FOR
CORRECTING DEFECTIVE WORK IN EXISTING CONSTRUCTION WITHIN THE LIMITS
OF THE CONSTRUCTION AREA. THIS INCLUDES, BUT IS NOT LIMITED TO, UNEVEN
SURFACES AND FINISHES AT PLASTER OR GYPSUM BOARD.  THE CONTRACTOR
SHALL PATCH AND REPAIR SURFACES TO MATCH NEW ADJACENT SURFACES.

9. PIPING: ALL PIPING ABOVE GRADE AND INSIDE THE BUILDING REQUIRED BY THE
CONSTRUCTION DOCUMENTS SHALL BE INSTALLED IN AREAS WHERE IT WILL BE
CONCEALED.  THE CONTRACTOR SHALL CONSULT WITH THE ARCHITECT AND
COORDINATE WITH OTHER TRADES TO PROVIDE FURRING FOR PIPING INSTALLED
IN FINISH AREAS.

10. FIXTURE REMOVAL: CONTRACTOR SHALL COORDINATE WITH MECHANICAL,
PLUMBING AND ELECTRICAL TRADES TO DETERMINE WHAT ENTITIES SHOULD BE
REMOVED OR RELOCATED.

11. COORDINATION: COORDINATE PLANS FOR NEW CONSTRUCTION W/ DEMOLITION
PLANS FOR EXTENT OF REMOVAL.  REMOVE ONLY THOSE PORTIONS OF WALLS,
FLOORS, CEILINGS, ETC. NECESSARY TO ACCOMMODATE NEW CONSTRUCTION.
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TRIM AND WOOD FINISHES

�� ALL BASEBOARD, DOOR, AND WINDOW TRIM SHALL BE MILLED AS SPECIFIED
IN THE FINISH SCHEDULE CONTAINED IN THIS PLAN SET� WOOD FINISHES ARE
SPECIFIED IN THIS PLAN SET�

�� ALL CASING TRIM OVER THE TOPS OF WINDOWS AND DOORS SHALL ALIGN
HORI=ONTALLY� FOR E;AMPLE, IF THE BOTTOM OF THE DOOR TRIM IS
LOCATED ��-���� FROM THE FLOOR, THEN THE BOTTOM OF WINDOW TRIM
SHOULD ALSO BE LOCATED AT ��-���� FROM THE FLOOR�

�� ALL WOOD SHALL BE SANDED PRIOR TO APPLYING ANY STAIN, LACQUER, OR
OTHER FINISH COATS AS SPECIFIED IN THE PLANS� THE SANDING PROCESS
MUST REMOVE ALL VISIBLE PLANER CHATTER AND OR SNIPE, USING ��� OR
��� GRIT SANDPAPER AS NEEDED, AND FINAL SANDING WITH ��� GRIT TO
REMOVE PREVIOUS SANDING MAR.S�

�� ALL TRIM SHALL BE LAID OUT IN A MANNER THAT MINIMI=ES THE NUMBER OF
-OINTS� ALL TRIM WOOD -OINTS SHALL BE CUT AT A �� DEGREE ANGLE IN
THE CUSTOMARY MANNER�

�� FINISH NAILS SHOULD BE COUNTER SUN., AND A COLOR MATCHED WOOD
PUTTY SHALL BE APPLIED TO MATCH WOOD�

�� ALL WOOD SPECIES ARE CALLED OUT IN PLANS�

�� WOOD GRADE SHOULD BE GRADE A OR SELECT, .NOT FREE, FOR ALL FINISH
LUMBER� HAND-PIC. FINISH LUMBER TO MINIMI=E STREA.ING OR OTHER
FLAWS� THE BEST PIECES SHOULD BE USED FOR SOFFIT FASCIA�

�� ANY CHANGES TO THE WOOD SPECIFICATIONS MUST BE E;PRESSLY
APPROVED BY WES LACHOT DESIGN GROUP�

SPECIFICATIONS

FLOORING

�� NEW CONCRETE THAT IS POURED TO MEND CONCRETE CUTS FOR TECHNICAL
WIRING SHALL BE FINISHED SMOOTH AND LEVEL WITH SURROUNDING
CONCRETE�

�� STAINED CONCRETE FLOORS SHALL BE THOROUGHLY CLEANED PRIOR TO
STAINING� DO NOT USE ACID TO CLEAN FLOORS, AS IT INTERFERES WITH THE
STAINING PROCESS�

�� FLOOR SHALL BE LEVELED IF NECESSARY PRIOR TO INSTALLATION OF WOOD
FLOORING�

�� WOOD FLOORING SHALL BE �-���� WIDE TONGUE AND GROOVE TYPE� FINISH
FLOORING SHALL BE ���� SOLID WOOD, T	G WOOD FLOORING SHALL BE GLUED
DOWN USING A GLUE MANUFACTURED SPECIFICALLY FOR THIS TYPE OF
APPLICATION, FOLLOWING THE MANUFACTURER
S INSTRUCTIONS�

�� WOOD FLOOR SHALL BE PROFESSIONALLY SANDED AND CLEANED PRIOR RO
FINISHING, USING ��, ���, AND ��� GRIT AND FOLLOWING INDUSTRY
STANDARD BEST PRACTICES�

�� WOOD FLOORS SHALL BE FINISHED WITH ONE COAT OF BONA DRIFAST
SANDING SEALER, THE � COATS OF BONA WOODLINE OIL-BASE SEMI-GLOSS
POLY� SAND BETWEEN COATS

�
�� ANY FLOATING FLOORS SHALL BE INSTALLED IN ACCORDANCE WITH PLANS AS

SHOWN ON THE ACOUSTIC DETAIL PAGES OF THIS PLAN SET� SPECIALI=ED
FLOATING FLOOR MATERIALS ARE CALLED OUT ON THOSE PAGES�

�� SEE CONCRETE SLAB SECTION FOR INSTRUCTIONS ON CONCRETE COLORING
FOR FINISHED CONCRETE FLOORS�

SPECIFICATIONS
DRYWALL

�� ALL DRYWALL LAYERS TO BE ���� GYPSUM�

�� ALTERNATIVE LAYERS OF GYPSUM SHOULD HAVE STAGGERED SEAMS, IN ORDER
TO MINIMI=E SOUND TRANSMISSION�

�� ON UNDERLYING LAYERS OF GYPSUM, SEAMS MUST BE TAPED AND MUDDED,
S.IM COAT ONLY�

�� CONSTRUCTION ADHESIVE �LIQUID NAILS� SHOULD BE APPLIED TO GLUE
TOGETHER FIRST TWO LAYERS OF GYPSUM�

�� THE DRYWALL ATTACHED TO THE WALLS SHOULD NOT COME INTO CONTRACT
WITH THE FLOOR, AND THE ACOUSTIC SEALANT ������ SHOULD BE USED TO FILL
THE GAP BETWEEN THE DRYWALL AND THE FLOOR SLAB AT ALL LAYERS�

�� WALL� CEILING INTERSECTIONS SHALL BE FILLED WITH ACOUSTIC CAUL.
WHENEVER THE CEILING IS FLOATED ON A SPRING OR RUBBER ISOLATION
SYSTEM�

�� ALL VOIDS TO BE FILLED WITH MUD� IF ANY VOID IS TOO LARGE TO BE FILLED
WITH MUD WITHOUT SUBSEQUENT CRAC.ING OF THE MUD, IT SHOULD BE FILLED
WITH ACOUSTIC SEALANT�

�� ALL VERTICAL DRYWALL CORNER SEAMS SHOULD APPEAR STRAIGHT AND PLUMB�

�� IN ORDER TO MAINTAIN SOUNDPROOFING, THE HOLES THAT ARE CUT IN THE
DRYWALL FOR ELECTRICAL SWITCHES AND OUTLET BO;ES SHALL BE COMPLETELY
SEALED USING HILTI PUTTY PADS �� LAYERS�� ALL ELECTRICAL SWITCHES AND
OUTLET BO;ES IN OR AD-ACENT TO THE SOUND ROOM AREAS SHALL ALSO BE
SOUNDPROOFED IN THIS MANNER�

��� APPLY ACOUSTIC CAUL. AS COMPLETELY AS POSSIBLE IN THE SPACE BETWEEN
DOOR AND WINDOW -AMBS AND DRYWALL�

��� E;TERIOR GYPSUM �IF SPECIFIED� TO BE �GREEN BOARD� E;TERIOR-RATED ����
GYPSUM�

��� METAL CEILING FRAMING SYSTEMS CONSISTING OF BLAC.-IRON AND HAT
CHANNEL SHALL BE LAID OUT STRICTLY ACCORDING TO GRID SYSTEM ON THE
PLANS, AS SHOWN�

PAINTING

�� WALLS AND CEILINGS SHALL BE PAINTED WITH COLORS SPECIFIED IN THE FINISH
SCHEDULE�

�� ALL SURFACES TO BE PAINTED SHALL BE PRIMED FIRST, BEFORE APPLYING TWO
COATS OF EGGSHELL FINISH PAINT�

�� CUT-INS SHALL BE CLEAN AND STRAIGHT, USING PAINTERS TAPE WHERE
NECESSARY�

�� SANDING DUST SHALL BE REMOVED PRIOR TO APPLYING STAINS OR LACQUERS
TO WOOD, SAND BETWEEN COATS IF NECESSARY TO ACHIEVE A SMOOTH FINISH�

�� HVAC SUPPLY AND RETURN REGISTERS ARE TO BE PRIMED AND PAINTED THE
SAME COLOR AS THE SURROUNDING FABRIC OR WALL PAINT� IN THE CASE OF
FABRICS, COMPUTER MATCH REGISTER PAINT TO FABRIC SWATCH� COMPLETELY
COVER WITH SPRAY PAINT ALL REGISTER SURFACES �INCLUDING NOO.S AND
CRANNIES��

�� ANY CHANGES TO PAINT COLORS MUST BE E;PRESSLY APPROVED BY WES
LACHOT DESIGN GROUP� TRIM WOOD SHALL BE FINISHED WITH � COATS
�MINIMUM� OF PRE-CATALY=ED OIL-BASED LACQUER�

ADA COMPLIANCE

�� ALL APPLICABLE ADA REGULATIONS SHALL BE STRICTLY ADHERED TO THROUGHOUT
THE ENTIRE BUILDING, INCLUDING THE E;TERIOR APPROACH AS WELL AS THE
INTERIOR OF THE BUILDING�

DOORS, WINDOWS, AND HARDWARE

�� IF WOOD SOUND DOORS ARE SPECIFIED THEY SHALL BE CUSTOM FABRICATED
FROM STOC. MATERIALS AS SPECIFIED ON THE DOOR AND WINDOW PAGES
OF THIS SET� SOUND SEALS FOR THOSE DOORS SHALL BE PROVIDED BY
LEGACY MANUFACTURING� LEGACY SEALS ARE CALLED OUT ON THE DOOR AND
WINDOW PAGES OF THIS SET�

�� NON-SOUND WOOD DOORS SHALL BE �-���� THIC. SOLID SLAB PARTICLE
BOARD WITH WOOD VENEER� TYPICAL �
��;�
�� DOOR WEIGHT SHOULD BE AT
LEAST ���LBS�

�� INDUSTRIAL ACOUSTICS CORP� �IAC� STEEL SOUND DOORS SHALL BE
INSTALLED BY AN APPROVED IAC INSTALLER�

�� IF IAC DOORS ARE SPECIFIED THROUGHOUT THE FACILITY, NON-SOUND
DOORS SHALL BE METAL DOORS TO MATCH IAC DOORS AS CLOSELY AS
POSSIBLE�

�� DOOR HINGES SHALL BE HEAVY DUTY, BALL BEARING TYPE, STAINLESS STEEL
OR BRUSHED NIC.EL HINGES� ALL DOOR HARDWARE SHALL BE STAINLESS
STEEL OR BRUSHED NIC.EL FINISH� FOLLOW ADA HARDWARE GUIDELINES�

�� APPLY ACOUSTIC CAUL. AS COMPLETELY AS POSSIBLE IN THE SPACE BETWEEN
DOOR AND WINDOW -AMBS AND DRYWALL�

�� SEE DOOR AND WINDOW SCHEDULE FOR DETAILS�

�� ALL ROUGH OPENINGS SHALL BE FRAMED E;ACTLY AS PER PLANS IN ORDER
FOR SOUND DOORS TO FIT AND PERFORM PROPERLY�

�� TA.E SPECIAL CARE THAT ALL DOOR ROUGH OPENINGS ARE PERFECTLY PLUMB�

��� SOUND WINDOWS SHALL BE CONSTRUCTED AS PER PLANS AND SUPERVISED
BY AN APPROVED ACOUSTIC BUILDER�

��� ALL SOUND WINDOWS SHALL BE SEATED IN NEOPRENE AS PER PLANS� ALL
WINDOW GLASS SHALL BE PROFESSIONALLY CLEANED PRIOR TO INSTALLATION
WHERE CLEANING IS NOT POSSIBLE AFTER INSTALLATION�

��� SOUND WINDOWS ON PERIMETER WALLS SHALL BE FLASHED SO AS TO
PREVENT MOISTURE LEA.ING OR WIC.ING INTO THE BUILDING OR WINDOW
ASSEMBLY� WINDOW FLASHING DETAILS TO BE SPECIFIED BY OWNER�

��� STOREFRONT �IF SPECIFIED� SHALL BE THE WAUSAU ����� SERIES
THERMALLY IMPROVED, DUAL PANE, ��;�-���� SYSTEM� WINDOW AND DOOR
DIMENSIONS IN PLANS SHALL BE STRICTLY ADHERED TO�

SPECIFICATIONS

ACOUSTICAL

WALL PANEL MOUNTING INSTRUCTIONS

�� STAND-OFF LUMBER SHALL BE FASTENED TO MASONRY USING MASONRY
E;PANSION ANCHORS, SPACED AS SHOWN ON WES LACHOT DESIGN GROUP
DRAWINGS� STAND OFF LUMBER ATTACHED TO GYPSUM WALLS USING
LAG-SCREWS OR EASY ANCHORS�

�� METAL IMPALING CLIPS SHALL BE SCREWED TO THE STAND-OFF LUMBER,
USING ��� IMPALING CLIPS PER TYPICAL PANEL ��-� FT� HIGH��

�� IF E;ACT LATERAL AND VERTICAL LOCATIONS OF WALL PANELS ARE SHOWN
ON THE DRAWINGS THEY SHALL BE ADHERED TO STRICTLY�

�� ALL WALL PANELS SHALL BE MOUNTED TO THE WALL IN A FASHION THAT IS
PERFECTLY LEVEL AND PLUMB�

�� AD-OINING PANELS SHOULD BE MOUNTED WITHOUT NOTICEABLE GAP
BETWEEN THEM�

�� WALL PANELS SHOULD BE .EPT CLEAN, HANDLED CAREFULLY TO AVOID
DAMAGE TO THE SURFACES AND EDGE�

CEILING PANEL MOUNTING INSTRUCTIONS

�� CEILING PANELS SHALL BE HUNG WITH STANDARD SUSPENSION CEILING
EYE-SCREWS AND HEAVY DUTY HANGER WIRE�

�� CEILING CLOUD PANELS ARE TYPICALLY HUNG WITH STANDARD T-GRID
SUSPENSION SYSTEMS� ALWAYS USE TIEWIRE TO SECURE EACH CONNECTION
IN THE T-GRID SYSTEM, RATHER THAN RELYING ON THE SNAP- TOGETHER
CONNECTIONS, FOR E;TRA STRENGTH�

�� IF CEILING CLOUDS ARE HUNG WITHOUT A METAL GRID SUSPENSION SYSTEM
OR WOOD FRAME SYSTEM, HANGER WIRE ATTACHES TO CEILING PANELS WITH
ROTOFAST CLOUD ANCHORS� ROTOFAST CLOUD ANCHORS SHOULD NOT

�� BE REPEATEDLY REMOVED AND REPLACED, TO AVOID STRUCTURAL DAMAGE
TO THE FIBERGLASS�

�� ROTOFAST ANCHORS, IF SPECIFIED, SHALL BE SPACED E;ACTLY AS SHOWN
ON THE PLANS

�� E;ACT LATERAL AND LONGITUDINAL LOCATIONS OF ALL CEILING PANELS ARE
SHOWN ON THE DRAWINGS, AND SHALL BE ADHERED TO STRICTLY�

�� ALL CEILING PANELS SHALL BE HUNG IN A FASHION THAT IS PERFECTLY LEVEL�

�� CEILING PANELS SHOULD BE .EPT CLEAN, HANDLED CAREFULLY TO AVOID
DAMAGE TO THE SURFACE AND EDGES�

STRETCTH FABRIC INSTALLATION

�� ALL STRETCH FABRIC WOR. SHALL BE PERFORMED BY E;PERIENCED CREW
SELECTED AND APPROVED BY WES LACHOT DESIGN GROUP�

�� ALL SEAMS SHALL MATCH PERFECTLY WITH NO PLANES -UTTING OUT IN ANY
DIMENSIONS, UNLESS OTHERWISE SPECIFIED�

�� ANGLED WALLS WITH STRETCH FABRIC SHALL DIE INTO AD-ACENT WALLS
WITHOUT BUTT ENDS OF FABRIC PANELS SHOWING� FABRIC WALLS SHOULD
APPEAR AS SEAMLESS AS IF THEY WERE GYPSUM WALLS� LOCATIONS OF
SEAMS, AND VERTICAL OR HORI=ONTAL ORIENTATION OF SEAMS, SHALL BE
APPROVED BY WES LACHOT DESIGN GROUP�

�� AN APPROVED PLASTIC TRAC. SYSTEM SHALL BE USE FOR ALL STRETCH
FABRIC WALLS, AND THERE SHALL BE NO

�� LOOSE OR RUMPLED FABRIC, FABRIC TEARS, OR LOOSE THREADS�

�� ALL STRETCH FABRIC WALLS SHALL BE CONSTRUCTED OF �LB�SF DENSITY
FIBERGLASS PANELS WITH SMOOTH FACE FORWARD AND MINIMAL SEAMS�

AUDIO EQUIPMENT AND LOW-VOLTAGE WIRING INSTRUCTIONS

�� WIRING PLANS ARE COORDINATED BETWEEN WES LACHOT DESIGN GROUP
AND AN APPROVED WIRING�INSTALLATION FIRM�

�� WIRE TROUGHS AND CONDUITS SHOWN ON THE TECHNICAL WIRING PAGE
SHOULD BE LAID OUT E;ACTLY ACCORDING TO PLANS�

�� SOME LOW VOLTAGE WIRING IS INSTALLED IN WALL AND CEILING FRAMING
PRIOR TO DRYWALL INSTALLATION CHEC. WITH LOW VOLTAGE WIRING TEAM
PRIOR TO DRYWALL PHASE�

�� PATCHBAY LAYOUTS SHOULD BE APPROVED BY WIRING TEAM�

SPECIFICATIONS
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WALL LEGEND

EXISTING WALL TO REMAIN

DESCRIPTIONSYMBOL

WALL TO BE DEMOLISHED

NEW WALL

GROSS SQUARE FOOTAGE
FLOOR AREA 3,878 GSF

SCALE: 1/4" = 1'-0"A101
AS-BUILT / EXISTING PLANA2

A
S
-B

U
IL

T 
/ E

XI
S
TI

N
G

 P
LA

N

A101

ROOM 4

ROOM 3

ROOM 2

ROOM 1

ROLL
UP

DOOR

ROLL
UP

DOOR

ELECTRICAL

C
O

N
C

R
ET

E 
PA

D

METAL
BAR
AND

DOOR

EYE WASH TO BOTTOM OF ROOF
11'-5 34"

STEP UP

STEP DOWN

TO BOTTOM OF ROOF
13'-7" WTR/DR

TDR

TDR
WTR
TO BOTTOM OF ROOF

11'-1 12"

TO BOTTOM OF ROOF
14'-2"

WTR
    CO

TO BOTTOM OF METAL
TRUSS 10'-1"

TO BOTTOM OF WOOD
JOISTS 9'-10 3/4 "

EP

EP EP EP

FAN

EP

EP

21'-2" 16'-9"

1
5

'-5
"

7
8

'-1
0

"

38'-10"

SHEET NO.

DATE:

DWG:

S H E E T    T I T L E

P R O J E C T    T I T L E

www.shererarch.com

1201 MAIN STREET

Phone:  803.748.1345

Columbia, SC 29201

DESIGNED BY:

CHECKED BY:

DRAWN BY:

D
ES

C
R
IP

TI
O

N

R  E  V  I  S  I  O  N  S

R
EV

D
A
TE

B
Y

A
PP

SUITE 1980

C
D

B
A

1 2 3 4

24 OCT. 2023

DS

DS

RQ

PROJECT NO: 23SA036

PL
O

T 
D

A
TE

/T
IM

E:
1

1
/1

6
/2

0
2

3
 1

0
:2

5
:0

4
 A

M
Th

ur
sd

ay
, 

N
ov

em
be

r 
1

6
, 

2
0

2
3

 1
0

:2
5

:0
4

 A
M

THIS  DRAWING  AND  THE
DESIGN SHOWN THEREON
ARE   THE   PROPERTY   OF
SHERER   &   ASSOCIATES,
LLC. THE REPRODUCTION,
COPYING,   OR   USE   OF
THIS  DRAWING  WITHOUT
THEIR  WRITTEN  CONSENT
IS EXPRESSLY  PROHIBITED.

95% REVIEW

N
O

T 
FO

R
C
O

N
S
TR

U
C
TI

O
N

KE
N
N
Y 

M
C

W
IL

LI
A
M

S
A
R
C

H
ER

 A
V
EN

U
E 

2
3

5
0

4
 R

IV
ER

 D
R
IV

E
C

O
LU

M
B
IA

, 
S
C

 2
9

2
0

1



AC-22
2

AC-22
1

AC-21
1

LEGEND

EXISTING WALL TO REMAIN

WALL TYPE A - WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL WITH
SOUND BATT INSULATION AND 5/8" GYPSUM BOARD BOTH SIDES
TO UNDERSIDE OF EXISTING DECK. SEE DETAIL XX/AXXX.

WALL TYPE B - WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL WITH
5/8" GYPSUM BOARD BOTH SIDES TO UNDERSIDE OF EXISTING
CEILING. SEE DETAIL XX/AXXX.

EXISTING DOOR TO REMAIN

NEW 3'-0" X 7'-0" DOOR

RENOVATION PLAN NOTES

GENERAL CONSTRUCTION NOTES
1.   .

2.   .

3.   .

4.   .

5.   .

.

.

A

A

.A

A

B

A .

A

GROSS SQUARE FOOTAGE

CENTER CORE (C NUMBERS) XX,XXX GSF

TENANT #1 (A NUMBERS)

XX,XXX GSFTENANT #2 (B NUMBERS)

XX,XXX GSF

ENTIRE FLOOR XX,XXX GSF

.

SYMBOL DESCRIPTION

SCALE: 3/16" = 1'-0"A101
FLOOR PLANB2
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LEGEND

EXISTING WALL TO REMAIN

WALL TYPE A - WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL WITH
SOUND BATT INSULATION AND 5/8" GYPSUM BOARD BOTH SIDES
TO UNDERSIDE OF EXISTING DECK. SEE DETAIL XX/AXXX.

WALL TYPE B - WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL WITH
5/8" GYPSUM BOARD BOTH SIDES TO UNDERSIDE OF EXISTING
CEILING. SEE DETAIL XX/AXXX.

EXISTING DOOR TO REMAIN

NEW 3'-0" X 7'-0" DOOR

RENOVATION PLAN NOTES

GENERAL CONSTRUCTION NOTES
1.   CLG ALL LOW PORTIONS: 1 LAYER 5/8" GWB ON 20 FURRING CHANNEL 

2.   .

3.   .

4.   .

5.   .

2 LAYERS 5/8" GWB ON KNC ISO-MAX CLIPS 

3 LAYERS 5/8" GWB 

A

B

CLG: 3 LAYERS 5/8" GWB ON 20 GA. FURRING CHANNELS C

A

B

GROSS SQUARE FOOTAGE

CENTER CORE (C NUMBERS) XX,XXX GSF

TENANT #1 (A NUMBERS)

XX,XXX GSFTENANT #2 (B NUMBERS)

XX,XXX GSF

ENTIRE FLOOR XX,XXX GSF

SYMBOL DESCRIPTION

SCALE: 3/16" = 1'-0"A102
WALL TYPE PLANB2
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LEGEND

EXISTING WALL TO REMAIN

WALL TYPE A - WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL WITH
SOUND BATT INSULATION AND 5/8" GYPSUM BOARD BOTH SIDES
TO UNDERSIDE OF EXISTING DECK. SEE DETAIL XX/AXXX.

WALL TYPE B - WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL WITH
5/8" GYPSUM BOARD BOTH SIDES TO UNDERSIDE OF EXISTING
CEILING. SEE DETAIL XX/AXXX.

EXISTING DOOR TO REMAIN

NEW 3'-0" X 7'-0" DOOR

RENOVATION PLAN NOTES

GENERAL CONSTRUCTION NOTES
1.   .

2.   .

3.   .

4.   .

5.   .

A

B

C

A

B

GROSS SQUARE FOOTAGE

CENTER CORE (C NUMBERS) XX,XXX GSF

TENANT #1 (A NUMBERS)

XX,XXX GSFTENANT #2 (B NUMBERS)

XX,XXX GSF

ENTIRE FLOOR XX,XXX GSF

SYMBOL DESCRIPTION

SCALE: 3/16" = 1'-0"A104
REFLECTED CEILING PLANB2

AC-22
1

AC-21
1

AC-22
2

D

12' X 12' TEGULAR CLOUD SYSTEM (9 UNITS), FINISH TBD MAPLE TRIM 

4' X 8' TEGULAR CLOUD SYSTEM (2 UNITS), FINISH TBD MAPLE TRIM 

20' X 12' TEGULAR CLOUD SYSTEM (10 UNITS), FINISH TBD MAPLE TRIM 

8' X 8' TEGULAR CLOUD SYSTEM (4 UNITS), FINISH TBD MAPLE TRIM 

A

A

B

C
D
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SCALE: 1/4" = 1'-0"AC04
SOFFIT FRAMINGB1

SCALE: 1 1/2" = 1'-0"AC04
SOFFIT FRAMING DETAIL - CR & TRA1

SCALE: 1 1/2" = 1'-0"AC04
SOFFIT FRAMING DETAIL - BOOTHA3

KINETICS CEILING PERIMETER TAPE

BEAD OF ACOUSTIC CAULK TO FILL REMAINING GAP

LEDGER AFFIXED TO FRAMING
ABOVE, OR GWB CEILING WITH
TOGGLE 14" / 20 (INSTALLED
BEFORE DUCTWORK)

PRESSURE BLOCKING

20 GA. MENDING PLATE EACH
FACE W/ (2)100 IN EACH LEG

20 GA. MENDING PLATE EACH
FACE W/ (2)100 IN EACH LEG

2X4 SUB-FASCIA

2X4 SOFFIT LEDGER
(INSTALLED BEFORE DUCTWORK)

#10 @24" O.C. IN STUD OR HAT CHANNEL (AS APPLICABLE)

2X4 SOFFIT FRAMING

KINETICS CEILING PERIMETER TAPE

BEAD OF ACOUSTIC CAULK TO FILL REMAINING GAP

LEDGER AFFIXED TO FRAMING
ABOVE, OR GWB CEILING WITH
TOGGLE 14" / 20 (INSTALLED
BEFORE DUCTWORK)

PRESSURE BLOCKING

20 GA. MENDING PLATE EACH
FACE W/ (2)100 IN EACH LEG

20 GA. MENDING PLATE EACH
FACE W/ (2)100 IN EACH LEG

2X4 SUB-FASCIA

2X4 SOFFIT LEDGER
(INSTALLED BEFORE DUCTWORK)

#10 @24" O.C. IN STUD OR HAT CHANNEL (AS APPLICABLE)

2X4 SOFFIT FRAMING
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DRAWING NOTES
1 .

2

GENERAL NOTES
1. .

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

21

22

23

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

.

FINISHED FLOOR
EL. 0'-0"
EXISTING SLAB
EL. -0'-0 5/8"
CONDUIT
EL. -1'-4"

SILL HEIGHT
EL. 3'-0"

HEADER HEIGHT
EL. 6'-8"

CLOUD HEIGHT
EL. 8'-10"

CEILING HEIGHT
EL. 10'-0"

SOFFIT HEIGHT
EL. 7'-2"

EXISTING BARREL CEILING
REPAIR, REINFORCE CEILING PER STRUC.

EXISTING CMU WALL

DOUBLE TOP PLATES  ALL WALLS

2X4 SOFFIT FRAMING

NEW 2X4 WALL FRAMING,
1.5" AIR GAP TO MASONRY, TYP.

2 LAYERS 58" GWB

KINETICS ISO-MAX CLIPS, 2' O.C.
VERTICALLY, 4' HORIZONTALLY

DOUBLE BOTTOM PLATES ON
KNC WALLMAT, ALL WALLS

1
'-7

1 4
"

2'-27
8"

KNC AF-200 HANGERS TYP.
1
2" X 12" CRC,

7
8" FURRING CHANNEL,

3 LATERS 58" GWB

ACOUSTIC CLOUD

CEILING LEDGER, PRESSURE BLOCKING

SIMPSON TIE
2X4 SUBFACISA

2" 705 W/ FABRIC FACE
7
'-0

" 1
0
'-4

1 2
"

DOUBLE BOTTOM PLATES ON
KNC WALLMAT, ALL WALLS 4" SCHD. 40 PVC FOR AUDIO

CONDUITS - 16" BELOW SLAB
CAST CONCRETE WIRING THROUGH,

WATERPROOF PER SPEC

KNC AF-200 HANGERS TYP.
1
2" X 12" CRC,

7
8" FURRING CHANNEL,

3 LATERS 58" GWB

2X6 BOX BEAM HEADERS
FOR FRONT WINDOW

KNC AF-200 HANGERS TYP.
1
2" X 12" CRC,

7
8" FURRING CHANNEL,

3 LATERS 58" GWB

ACOUSTIC CLOUD ACOUSTIC CLOUD

FRONT FACES OF
FRAMING / BEAMS

DOUBLE BOTTOM PLATES ON
KNC WALLMAT, ALL WALLS

3
'-0

"
2
'-1

1 2
"

SIMPSON TIE
CEILING LEDGER, PRESSURE BLOCKING

7
'-2

" 9
'-7

"

8
'-9

1 2
"

91
2
"

2X4 SUBFACSIA

1
'-4

"

1
'-8

5
8
"

4"
1'-8"

4"
2'-4"

1
'-2

"
5
'-9

3
4
"

SCALE: 3/8" = 1'-0"A201
BUILDING SECTIONC1
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DRAWING NOTES
1 .

2

GENERAL NOTES
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7'
-0

"

REPAIR, REINFORCE CEILING PER STRUC.

EXISTING CMU WALL

DOUBLE TOP PLATES  ALL WALLS

2X4 SOFFIT FRAMING

NEW 2X4 WALL FRAMING,
1.5" AIR GAP TO MASONRY, TYP.

2 LAYERS 58" GWB

KINETICS ISO-MAX CLIPS, 2' O.C.
VERTICALLY, 4' HORIZONTALLY

DOUBLE BOTTOM PLATES ON
KNC WALLMAT, ALL WALLS

FINISHED FLOOR
EL. 0'-0"
EXISTING SLAB
EL. -0'-0 5/8"

SILL HEIGHT
EL. 3'-0"

HEADER HEIGHT
EL. 6'-8"

CLOUD HEIGHT
EL. 8'-10"

CEILING HEIGHT
EL. 10'-0"

SOFFIT HEIGHT
EL. 7'-2"

FINISHED FLOOR
EL. 0'-0"
EXISTING SLAB
EL. -0'-0 5/8"

SILL HEIGHT
EL. 3'-0"

HEADER HEIGHT
EL. 6'-8"

CLOUD HEIGHT
EL. 8'-10"

CEILING HEIGHT
EL. 10'-0"

SOFFIT HEIGHT
EL. 7'-2"

REPAIR, REINFORCE CEILING PER STRUC.

EXISTING CMU WALL

DOUBLE TOP PLATES  ALL WALLS

2X4 SOFFIT FRAMING

NEW 2X4 WALL FRAMING,
1.5" AIR GAP TO MASONRY, TYP.

2 LAYERS 58" GWB

KINETICS ISO-MAX CLIPS, 2' O.C.
VERTICALLY, 4' HORIZONTALLY

DOUBLE BOTTOM PLATES ON
KNC WALLMAT, ALL WALLS

KNC AF-200 HANGERS TYP.
1
2" X 12" CRC,

7
8" FURRING CHANNEL,

3 LATERS 58" GWB

KNC AF-200 HANGERS TYP.
1
2" X 12" CRC,

7
8" FURRING CHANNEL,

3 LATERS 58" GWB

ACOUSTIC CLOUD

SIMPSON TIE

CEILING LEDGER, PRESSURE BLOCKING

2" 705 W/ FABRIC FACE

HVAC DUCTING ABOVE HALLWAY CLG

KNC AF-200 HANGERS TYP.
1
2" X 12" CRC,

7
8" FURRING CHANNEL,

3 LATERS 58" GWB

ACOUSTIC CLOUD ACOUSTIC CLOUDSIMPSON TIE

2" 705 W/ FABRIC FACE

KNC AF-200 HANGERS TYP.
1
2" X 12" CRC,

7
8" FURRING CHANNEL,

3 LATERS 58" GWB

HVAC DUCTING ABOVE HALLWAY CLG

SCALE: 3/8" = 1'-0"A202
CRA CROSS SECTIONC1

SCALE: 3/8" = 1'-0"A202
CRB SECTIONA1
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G001

KEY PLAN

INDEX OF DRAWINGS

COVER SHEET: ARCHITECTURAL SYMBOLS, TERMINOLOGY,
ABBREVIATIONS, CONTACT INFORMATION, LOCATION MAP

& INDEX OF DRAWINGS

CONTACT INFORMATION
ARCHITECT

DAN SHERER
SHERER & ASSOCIATES, LLC

1201 MAIN STREET, SUITE 1980
COLUMBIA, SC 29201

PHONE: 803.748.1345
DAN@SHERERARCH.COM

PROJECT MANAGER
HANNAH OLA

SHERER & ASSOCIATES, LLC
1201 MAIN STREET, SUITE 1980

COLUMBIA, SC 29201
PHONE: 803.748.1345

HANNAH@SHERERARCH.COM

SHERER & ASSOCIATES, LLC
1201 MAIN STREET, SUITE 1980

COLUMBIA, SC 29201

PHONE: 803.748.1345

BRINGING STRUCTURE
TO LIFE!

GENERAL NOTE TAG1

INDICATES REVISED

NUMBER
1

REVISION
INDICATES

ROOM IDENTIFICATION

WALL FINISH INDICATOR

SHEET WHERE DRAWN

A500

A

DOOR NUMBER

WINDOW DESIGNATION

ROOM NUMBER

DETAIL NUMBER

SHEET WHERE DRAWN

SECTION NUMBER

SHEET WHERE DRAWN

SHEET WHERE DRAWN

DRAWING NUMBER

1

XXXX
101

INDICATES SEMI-RECESSED
FIRE EXTINGUISHER CABINET
WITH FIRE EXTINGUISHER AS
REQUIRED BY CODE. WRAP ALL
SIDES AND BACK OF CABINET
CONTINUOUS WITH 5/8"
F.C.G.B. TO MAINTAIN WALL
RATING. SEE TYPICAL DETAILS.
VERIFY FINAL LOCATION WITH
FIRE MARSHALL.

ARCHITECTURAL SYMBOLS

MASONRY OPENINGMO

RD ROOF DRAIN

WIN OR WDW

WWF

W/

WH

WD
WC

UNO

STOR

SCHD

TOM
SUSP

VWC

TYP

STL
SIM

WINDOW

WATER HEATER
WATER CLOSET

WELDED WIRE FABRIC

WITH
WOOD

UNLESS NOTED OTHERWISE
VINYL WALL COVERING

TOP OF MASONRY
SUSPENDED

TYPICAL

SCHEDULE

STORAGE

SIMILAR
STEEL

OFBLK

PLYWD

OFBR

REINF

NTS

REF

PL

NIC

OC

MECH

HM
INT

MTL

JST

GWB
GB

OUTSIDE FACE OF BLOCK
OUTSIDE FACE OF BRICK

REFRIGERATOR

NOT TO SCALE
NOT IN CONTRACT

PLYWOOD

REINFORCING

PLATE

ON CENTER

HOLLOW METAL
GYPSUM WALL BOARD

MECHANICAL

INTERIOR
JOIST

METAL

GRAB BAR

FACE OF SHEATHINGFOSH
FACE OF STUDSFOS
FACE OF  MASONRYFOM
FACE OF FINISHFOF

FND FOUNDATION

GYPBD
FTG

GYPSUM BOARD
FOOTING

CONT

FL OR FLR

EXIST

EXT
FD
FE
FIN

DF
EWC

CT

CEIL OR CLG

CMU
CONC
CONST

CL

BRG
CPT
CC

BM

CONTINUOUS

DRINKING FOUNTAIN
ELECTRIC WATER COOLER

FIRE EXTINGUISHER

EXTERIOR
FLOOR DRAIN

FLOOR
FINISH

EXISTING

CERAMIC TILE

CONSTRUCTION

CONC. MASONRY UNIT

CENTER TO CENTER

CENTER LINE

CONCRETE

CEILING

CARPET
BEARING
BEAM

BFG

BLK'G

ACT

AFG
ALUM

AFF

BLK

BFF

ABOVE FIN. GRADE
ABOVE FIN. FLOOR
ACOUSTICAL TILE

BELOW FIN. GRADE
BELOW FIN. FLOOR
ALUMINUM

BLOCKING
BLOCK

ABBREVIATIONS

P'WD PLYWOOD

DEFINITIONS & TERMINOLOGY
1. "TYPICAL": UNLESS NOTED OTHERWISE, MEANS IDENTICAL FOR ALL CONDITIONS,

WHICH MATCH ORIGINAL CONDITION INDICATED.

2. "SIMILAR": MEANS COMPARABLE CHARACTERISTICS FOR THE CONDITIONS NOTED.
VERIFY DIMENSIONS AND ORIENTATION OF CONDITIONS, WHICH VARY FROM TYPICAL
OR SIMILAR CONDITION INDICATED.

3. "OPPOSITE HAND": MEANS CONDITION IS MIRROR IMAGE OF DETAILED REFERENCED.

4. "ALIGN": MEANS ALIGNMENT OF SIMILAR COMPONENTS OF CONSTRUCTION
(WALLS,JAMBS,ETC), WHICH ARE ADJACENT OR THE COMPONENTS SHALL BE IN LINE
WITH EACH OTHER ACROSS VOIDS.  DIMENSIONS ARE NOT ADJUSTABLE UNLESS
NOTED WITH PLUS/MINUS TOLERANCE.

5. "O.F.O.I.": MEANS "OWNER FURNISHED, OWNER INSTALLED".

6. "U.N.O.": MEANS "UNLESS NOTED OTHERWISE".

7. "O.F.C.I.": MEANS "OWNER FURNISHED, CONTRACTOR INSTALLED".

8. REFERENCES: ALL REFERENCES TO CONTRACTOR SHALL REFER TO GENERAL
CONTRACTOR  AND/OR SUB CONTRACTOR.  ALL REFERENCES TO THE OWNER SHALL
MEAN THE OWNER OR THE OWNER'S AGENT.

FE

101  OR
(ROOM
NO.)

INDICATES WALL MOUNTED
FIRE EXTINGUISHER. VERIFY
FINAL LOCATION WITH THE
FIRE MARSHALL.

CITY OF MT. PLEASANT

G002 CODE REVIEW

PERIO UPFIT MT. PLEASANT MOB
3070 N HWY 17, SUITE 202 MT. PLEASANT,

SC, 29466

MEP-01

ELECTRICAL

ELECTRICAL GENERAL NOTES

UL DETAILS
UL DETAIL U419 - 1-HOUR NON-LOAD BEARING WALL RATING. DETAIL REQUIREMENTS ARE
AVAILABLE ONLINE AT UL.COM. CONTRACTOR IS RESPONSIBLE TO FOLLOW REQUIREMENTS
OF UL DETAIL IN ITS ENTIRETY.

A601
A511
A501

A102
A101

GENERALADD#

EXFCO EXISTING FLOOR CLEANOUT

VICINITY MAP

3070 N HWY 17, SUITE 202 MT. PLEASANT,
SC, 29466

EXISTING / AS-BUILT PLAN
ARCHITECTURAL

G003 CONTRACTOR NOTES
G004 RENOVATION NOTES, GENERAL NOTES,

& GENERAL CONDITIONS

NEW FLOOR PLAN

ARCHITECTURAL DETAILS & SCHEDULE
MILLWORK & CABINETRY DETAILS

DOORS SCHEDULE, FRAMES ELEVATIONS
& DOOR ELEVATIONS

MEP-02 ELECTRICAL LIGHTING & POWER LAYOUT

MEP-03

PLUMBING

PLUMBING GENERAL NOTES
MEP-04 COLD WATER SUPPLY SYSTEM
MEP-05 WASTE WATER DISPOSAL SYSTEM

PROJECT SITE

A104 REFLECTED CEILING PLAN
A300 WALL SECTIONS & CONCRETE REPAIR DETAIL

G501 ATC BRACING DETAIL

A301 CEILING DETAILS
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LEGEND

EXISTING WALL TO REMAIN

GENERAL CONSTRUCTION NOTES

1. CONTRACTOR SHALL VERIFY LOCATIONS AND NUMBER OF FIRE EXTINGUISHERS
REQUIRED WITH THE FIRE MARSHALL PRIOR TO INSTALLATION.

SYMBOL DESCRIPTION

SCALE: 1/8" = 1'-0"G002
LIFE SAFETY PLANC1

LIFE SAFETY PLAN LEGEND

XX GSF
XX

XX

X

AREA PER OCCUPANT
AREA OF SPACE

OCCUPANT LOAD

OCCUPANCY

FE FIRE EXTINGUISHER. SEE GENERAL NOTES.

TRAVEL DISTANCE

EXIT SIGN

EMERGENCY LIGHT WITH 90 MINUTE BATTERY
BACKUP

CODE REVIEW

EXIT LIGHT WITH EMERGENCY LIGHT WITH 90
MINUTE BATTERY BACKUP

2021 INTERNATIONAL BUILDING CODE

2021 EDITION OF THE INTERNATIONAL BUILDING CODE (IBCJ)
2021 EDITION OF THE EXISTING BUILDING CODE
2021 EDITION OF THE INTERNATIONAL RESIDENTIAL CODE (IRCJ)
2021 EDITION OF THE INTERNATIONAL FIRE CODE (IFCJ)
2021 EDITION OF THE INTERNATIONAL PLUMBING CODE (IFCJ)
2021 EDITION OF THE INTERNATIONAL MECHANICAL CODE (IMC)
2021 EDITION OF THE INTERNATIONAL FUEL GAS CODE (IFGCJ)
2020 EDITION OF NATIONAL ELECTRIC CODE (NEC)
ICC A I 1 7.1-2017 ACCESSIBLE AND USABLE BUILDINGS AND FACILITIES (ANSI)
2017 EDITION OF THE INTERNATIONAL ENERGY CONSERVATION CODE  (IECCJ)

GENERAL INFORMATION
ZONING CITY OF MT. PLEASANT
SEISMIC C
FLOOD ZONE X
ULTIMATE DESIGN WIND LOAD 148 MPH (BUILDING IS EXISTING)

1. OCCUPANCY CLASSIFICATION:

EXISTING OCCUPANCY CLASSIFICATION - GROUP M (ENTIRE BUILDING)
PROPOSED OCCUPANCY CLASSIFICATION - GROUP A-2 (PROJECT AREA)

2. PHYSICAL PROPERTIES  OF BUILDING

(A) SUITE AREA 2,770 GSF

(B) BUILDING HEIGHT: EXISTING

(C) BUILDING HEIGHT IN STORIES:  EXISTING

(D) DISTANCE FROM PROPERTY LINES ALL DIMENSIONS EXISTING

3. TYPE OF CONSTRUCTION:

TYPE II-B, UNSPRINKLERED.

4. OCCUPANCY SEPARATION:
PER TABLE 508.4 EXISTING

5. CONSTRUCTION REQUIREMENTS:

(A) TABLE 6OI - FIRE-RESISTANCE RATING REQ'MENTS FOR BLDG. ELEMENTS

STRUCTURAL FRAME: 0 HR.   (EXISTING)
BEARING WALLS:

EXTERIOR 0 HR.   (EXISTING)
INTERIOR  0 HR.   (EXISTING)
FLOOR CONSTRUCTION: 0 HR.   (EXISTING)
ROOF CONSTRUCTION: 0 HR.   (EXISTING)

(B) CHAPTER 6
TABLE 602 - FIRE SEPARATION DISTANCE EXISTING

(C) CHAPTER 7: FIRE SEPARATION IS NOT APPLICABLE.

(D) CHAPTER 10: OCCUPANCY LOAD - SEE TABLE BELOW

1) OCCUPANT LOAD - TABLE  I004.5 CHAPTER 1004: OCCUPANCY LOAD.
BUSINESS OCCUPANCY 2770/150   18 OCCUPANTS

2) TABLE I005 - EGRESS WIDTH
STAIRS 0.30"
OTHER COMPONENTS 0.20"

18(.20") = 4" REQUIRED PER CALCULATION
68" PROVIDED (2 EXIT @ 34" CLEAR)

3) TABLE 1006.3.2 - 2 EXIT REQUIRED, 2 EXITS PROVIDED

6. MINIMUM PLUMBING FIXTURES - TABLE 2902.1:

BUSINESS  19 OCCUPANTS TOTAL
2 TOILETS REQUIRED, 2 EXISTING

DRINKING FOUNTAIN
GROUP B BUSINESS 1 REQUIRED

SERVICE SINK
GROUP B 1 REQUIRED

TD = XX'-X"

CHAPTER 10: OCCUPANCY LOAD - TABLE 1004.1.2

2,770 GSF

FLOOR AREA

GROSS FLOOR AREA 2,770 GSF

MAX AREA /
OCCUPANT

19

# OF
OCCUPANTS DESIGN LOAD

19

WALL DEMOLITION

NEW WALL

106

EXISTING
PRIVATE
OFFICE

109
TR 3

112
STORAGE

110
TR 2

111
TR 1

114

EXISTING
RESTROOM

101
RECEPTION

115

EXISTING
RESTROOM

104

SURGERY
ROOM

103
LAB

102

EXISTING
BUSINESS

2,770 GSF
2,770 GSF

19

19

AREA PER OCCUPANT
AREA OF SPACE

OCCUPANT LOAD

OCCUPANCY

TD
 =

 6
3

'-3
 1 4

"

FE

FE

107
MECH

105
STERILE

113
HALL
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CONTRACTOR NOTES:
1. CONTRACTUAL OBLIGATION: THE GENERAL CONTRACTOR SHALL ABIDE BY

AND BE RESPONSIBLE FOR ALL REQUIREMENTS STATED IN SCOPE OF WORK
AND THE DESIGN INTENT WHETHER SHOWN OR NOT ON THE DRAWINGS,
UNLESS NOTED OTHERWISE. CONSTRUCTION SHALL MEET THE
REQUIREMENTS OF THE LATEST EDITION OF IBC AND ANY ADDITIONAL
REQUIREMENTS OF THE LOCAL BUILDING OFFICIAL.

2. GENERAL CONDITIONS: THE GENERAL CONTRACTOR SHALL PROVIDE ALL
LABOR, MATERIAL, EQUIPMENT, TOOLS, UTILITIES, INSURANCE,
TRANSPORTATION, AND PAY FOR ALL REQUIRED TAXES, PERMITS, AND
SERVICES REQUIRED TO COMPLETE THE ENTIRE SCOPE OF WORK, WHETHER
TEMPORARY OR PERMANENT.  ALL MATERIALS EXCEPT TEMPORARY FORMS
ARE TO BE NEW, UNUSED AND OF THE SPECIFIED QUALITY.  THE GENERAL
CONTRACTOR SHALL MAINTAIN THE PROJECT SITE IN A CLEAN AND ORDERLY
FASHION.  TOOLS AND EQUIPMENT SHALL BE SECURED, AND ALL DEBRIS
SHALL BE REMOVED DAILY.  THE GENERAL CONTRACTOR SHALL MAINTAIN A
VISITORS LOG. ALL VISITORS SHALL BE REQUIRED TO SIGN SUCH LOG.
DATES AND TIMES OF ENTERING AND EXITING THE SITE FOR ALL VISITORS
SHALL BE NOTED.  GENERAL CONTRACTOR TO SECURE PROJECT SITE FROM
UNAUTHORIZED ENTRY AT ALL TIMES.  COORDINATE LOCATION OF
BARRICADES OR TEMPORARY FENCING WITH THE DOCUMENTS AND OWNER.
THE GENERAL CONTRACTOR SHALL PHOTOGRAPH THE PROJECT SITE AND
EXISTING CONDITIONS PRIOR TO THE BEGINNING OF THE WORK.
PHOTOGRAPHS SHALL BE TAKEN OF THE PROGRESS OF THE WORK AT
INTERVALS NO GREATER THAN 7 CALENDAR DAYS. PHOTOGRAPHS SHALL BE
IN COLOR AND IDENTIFIED BY DATE AND TIME OF DAY.  MAINTAIN DIGITAL
PHOTOGRAPH FILE ON SITE.  DELIVER COMPLETED FILE TO THE ARCHITECT
UPON RECEIPT OF USE AND OCCUPANCY PERMIT.  THE GENERAL
CONTRACTOR SHALL MAINTAIN AN ON SITE STAGING AREA AND SHALL KEEP
THE AGENCY APPROVED CONSTRUCTION DOCUMENTS, ALL LICENSING
INFORMATION, VISITORS LOG, PHOTOGRAPH FILE, AND AT LEAST ONE SET OF
REPRODUCIBLE CONSTRUCTION DOCUMENTS, TO BE MARKED
CONCURRENTLY WITH THE CONSTRUCTION, TO RECORD ACTUAL CONDITIONS
OF THE CONSTRUCTION AND DEVICE INSTALLATIONS.  DELIVER PDF
COMPLETED RECORD SET AND AS-BUILT TO THE ARCHITECT UPON
COMPLETION OF THE PROJECT. GENERAL CONTRACTOR TO REMOVE AND
DISPOSE OF ALL WASTE AND DEBRIS FROM PROJECT SITE IN A LEGAL
MANNER.  UPON COMPLETION OF THE WORK, PROVIDE PROFESSIONAL
CLEANING SERVICE TO CLEAN THE PROJECT SITE, INTERIOR AND EXTERIOR,
FOR FINAL OCCUPANCY.

3. THE ARCHITECT IS SOLELY RESPONSIBLE FOR THE DESIGN INTERPRETATION
OF THE CONSTRUCTION DOCUMENTS. ARCHITECT IS NOT UNDER CONTRACT
TO PROVIDE CONSTRUCTION OBSERVATION FOR THIS PROJECT.

4. COORDINATE FINAL COLOR SELECTIONS WITH TENANT.

5. PROVIDE FIRE EXTINGUISHERS AS DIRECTED BY CITY/COUNTY FIRE MARSHALL.

6. NOT USED.

7. DOCUMENT DISCREPANCIES: WHENEVER THERE ARE DISCREPANCIES IN THE
CONTRACT DOCUMENTS, THE CONTRACTOR SHALL BASE HIS BID UPON THE
BETTER QUALITY OR GREATER QUANTITY OF THE MATERIAL OR WORK
DESCRIBED.

8. DRAWING SCALE: THE CONTRACTOR SHALL NOT SCALE DRAWINGS.

9. FIELD CONDITIONS: THE CONTRACTOR/SUBCONTRACTORS SHALL TAKE FIELD
MEASUREMENTS AND VERIFY FIELD CONDITIONS AND SHALL CAREFULLY
COMPARE SUCH FIELD MEASUREMENTS, CONDITIONS, AND OTHER
INFORMATION KNOWN TO THE CONTRACTOR WITH THE CONTRACT
DOCUMENTS BEFORE COMMENCING ACTIVITIES. ERRORS, INCONSISTENCIES,
OR OMISSIONS DISCOVERED SHALL BE REPORTED TO THE ARCHITECT AT
ONCE.  NO ALLOWANCE WILL BE MADE ON BEHALF OF THE CONTRACTOR OR
SUBCONTRACTORS FOR FAILURE TO VISIT THE SITE.

10. CONSTRUCTION MEANS PROCEDURES: THE GENERAL CONTRACTOR SHALL
SUPERVISE AND DIRECT THE WORK, USING THE CONTRACTOR'S BEST SKILL
AND ATTENTION.  THE CONTRACTOR SHALL BE SOLELY RESPONSIBLE FOR
AND HAVE CONTROL OVER CONSTRUCTION MEANS, METHODS, TECHNIQUES,
SEQUENCES AND PROCEDURES AND FOR COORDINATING ALL PORTIONS OF
WORK UNDER THE CONTRACT, UNLESS CONTRACT DOCUMENTS GIVE OTHER
SPECIFIC INSTRUCTIONS CONCERNING THESE MATTERS.  ANY WORK THAT
MUST BE REMOVED OR RELOCATED DUE TO LACK OF COORDINATION OF THE
TRADES IS SOLELY THE CONTRACTOR'S RESPONSIBILITY.  THE CONTRACTOR
SHALL MAINTAIN A SECURE SITE THROUGHOUT THE CONSTRUCTION
PROCESS.

11. BUILDING SYSTEMS: THE GENERAL CONTRACTOR SHALL COORDINATE THE
LOCATION AND INSTALLATION OF ALL BUILDING SYSTEMS AND EQUIPMENT.
THE GENERAL CONTRACTOR SHALL COORDINATE ALL BUILDING TRADES TO
ASSURE ALL REQUIRED CLEARANCES FOR OPERATION AND MAINTENANCE OF
ALL EQUIPMENT AND SYSTEMS AS REQUIRED BY CODE, THESE DOCUMENTS,
OR MANUFACTURER'S RECOMMENDATIONS ARE MET OR EXCEEDED.  LACK OF
SPECIFIC DETAILS SHALL NOT BE AN EXCUSE FOR IMPROPER INSTALLATION
OF ANY MATERIAL, DEVICE, OR SYSTEM.  WHERE DETAILS ARE NOT

PROVIDED, THE GENERAL CONTRACTOR SHALL REFER TO THE PRINTED
MANUFACTURER'S RECOMMENDATIONS FOR INSTALLATION GUIDELINES.  ALL
INSTALLED SYSTEMS AND DEVICES ARE TO OPERATE QUIETLY AND WITHOUT
EXCESSIVE VIBRATION.  THIS INCLUDES BUT IS NOT LIMITED TO THE
FOLLOWING SYSTEMS; MECHANICAL, ELECTRICAL, LIGHTING, PLUMBING, AND
TELEPHONE EQUIPMENT.

12. CLEARANCES: THE CONTRACTOR SHALL COORDINATE WITH ALL BUILDING
TRADES INVOLVED IN THE PROJECT FOR PREPARATION OF COMPOSITE SHOP
DRAWINGS FOR EACH FLOOR TO INSURE PROPER CLEARANCES FOR
FIXTURES, DUCTS, CEILINGS, ETC, WHILE MAINTAINING THE SPECIFIED CEILING
HEIGHTS NOTED ON THE DRAWINGS.  CLARIFY ANY CONFLICTS WITH
ARCHITECT.

13. NOT USED.

14. GOVERNING AGENCIES: THE GENERAL CONTRACTOR AND ALL OF HIS FORCES
SHALL COMPLY WITH ALL REGULATIONS BY ANY GOVERNING AGENCY WITH
JURISDICTION OVER THE PROJECT OR PROJECT SITE.

15. PERMITS/INSPECTIONS: UNLESS OTHERWISE PROVIDED IN THE CONTRACT
DOCUMENTS, THE CONTRACTOR SHALL SECURE AND PAY FOR THE BUILDING
PERMIT AND OTHER PERMITS AND GOVERNMENTAL FEES, LICENSES AND
INSPECTIONS NECESSARY FOR PROPER EXECUTION AND COMPLETION OF
WORK.  THE CONTRACTOR SHALL COMPLY WITH AND GIVE NOTICES
REQUIRED BY LAWS, ORDINANCES, RULES, REGULATIONS, AND LAWFUL
ORDERS OF PUBLIC AUTHORITIES BEARING ON PERFORMANCE OF THE WORK.
UPON COMPLETION OF THE WORK, THE CONTRACTOR SHALL OBTAIN A USE
AND OCCUPANCY PERMIT AS REQUIRED FROM THE GOVERNING CODES.
SUBMIT ONE COPY OF THE PERMIT TO THE OWNER WITH FINAL APPLICATION
OF PAYMENT.

16. LIFE SAFETY TESTING: THE GENERAL CONTRACTOR SHALL PROVIDE THE
OWNER AND THE LOCAL FIRE DEPARTMENT WRITTEN NOTICE 96 HOURS IN
ADVANCE OF ANY LIFE SAFETY SYSTEM SHUT DOWN OR TESTING.  THE
GENERAL CONTRACTOR SHALL TELEPHONE THE FIRE DEPARTMENT
IMMEDIATELY PRIOR TO SUCH TESTING OR SHUT DOWN TO INFORM THEM OF
THE EXACT TIME OF THE ANTICIPATED ALARM CONDITION. THE GENERAL
CONTRACTOR SHALL NOTIFY THE FIRE DEPARTMENT IMMEDIATELY UPON
COMPLETION OF THE TEST OR SHUT DOWN TO RE-ESTABLISH EMERGENCY
RESPONSE TO ALARM CONDITIONS.

17. DOORS: UNDERCUTTING OF DOORS SHALL BE DONE IN ACCORDANCE WITH
NFPA 80 (CURRENT ISSUE) TABLE 1-11.4.

18. BLOCKING: PROVIDE METAL STUD BLOCKING IN PARTITIONS BEHIND ALL WALL
HUNG OR WALL MOUNTED GRAB BARS, EQUIPMENT, MILLWORK, SHELVING,
OR OTHER DEVICES.

19. TOXIC MATERIAL: IN THE EVENT THE CONTRACTOR ENCOUNTERS ON THE SITE
MATERIAL REASONABLY BELIEVED TO BE ASBESTOS, POLYCHLORINATED
BIPHENYL (PCB) OR OTHER TOXIC MATERIAL, WHICH HAS NOT BEEN
RENDERED HARMLESS, THE CONTRACTOR SHALL IMMEDIATELY STOP WORK IN
THE AREA AFFECTED, SEAL OFF THE PERIMETER, AND REPORT THE CONDITION
TO THE OWNER AND ARCHITECT IN WRITING. NO NEW BUILDING MATERIAL
SHALL CONTAIN ASBESTOS, POLYCHLORINATED BIPHENYL (PCB) OR OTHER
TOXIC MATERIAL AS DEFINED BY STATE AND FEDERAL REGULATORY AGENCIES.

20. PARTITIONS: PARTITIONS EXTENDING TO THE STRUCTURE ABOVE SHALL BE
TIGHTLY SEALED.  THE INTEGRITY OF RATED ASSEMBLIES AND SMOKE
BARRIERS SHALL BE MAINTAINED AT CORNERS AND INTERSECTIONS OF
LOWER PRIORITY PARTITIONS.  ALL HORIZONTAL AND VERTICAL FIRE AND/OR
SMOKE BARRIERS, INCLUDING ALL FLOOR STRUCTURES, SHALL BE
CONTINUOUS FROM OUTSIDE WALL TO OUTSIDE WALL, FROM ONE BARRIER
TO ANOTHER, OR COMBINATION THEREOF.  BARRIERS MUST BE
CONTINUOUS THROUGH CONCEALED SPACES AND INTERSTITIAL SPACES.
SEAL COMPLETELY ALL OPENINGS WITH UL (OR OTHER TESTING AGENCY)
APPROVED ASSEMBLIES WHERE FIRE BARRIERS ARE PENETRATED OR ABUT
OTHER FIRE BARRIERS, EXTERIOR WALLS, AND FLOORS ABOVE AND BELOW
BARRIER.  ALL FIRE BARRIERS ARE TO BE CONSTRUCTED ACCORDING TO THE
TESTING LABORATORY SPECIFICATIONS. ALL SMOKE BARRIERS SHALL BE A
MINIMUM OF 1-HOUR FIRE RESISTANT CONSTRUCTION.  CORRIDOR
PARTITIONS, SMOKE STOP PARTITIONS, HORIZONTAL EXIT PARTITIONS, EXIT
ENCLOSURES, AND ALL FIRE RATED WALLS SHALL BE PERMANENTLY
IDENTIFIED WITH STENCILING.  SUCH IDENTIFICATION SHALL BE ABOVE ANY
DECORATIVE CEILING AND IN CONCEALED SPACES.  STENCILING TO BE IN RED
LETTERS, NO LESS THAN 4" TALL WITH A RED BAND EXTENDING THE LENGTH
OF THE PARTITION.  STENCILED IDENTIFICATION TO READ "(X) HOUR RATED
FIRE AND/OR SMOKE BARRIER, PROTECT ALL OPENINGS".  STENCILED
IDENTIFICATION TO BE POSITIONED TO BE READILY VISIBLE FROM BOTH
SIDES OF THE BARRIER AND SUCH THAT FROM ANY ACCESS POINT AT LEAST
ONE IDENTIFICATION MARKER MAY BE READ.

21. PENETRATIONS: PENETRATIONS OF PIPES, TUBES, CONDUIT, WIRES, CABLES,
DUCTS, VENTS, CABINETS, LIGHTING, AND OTHER FIXTURES THROUGH FIRE
RATED ASSEMBLIES SHALL BE INSTALLED AND PROTECTED TO MAINTAIN FIRE
RATING.

22. PROTECTION OF FLOOR SURFACES: CONTRACTOR SHALL PROVIDE ADEQUATE
PROTECTION FOR ALL FINISHED FLOOR SURFACES, EXISTING OR NEW
INCLUDING BUT NOT LIMITED TO, CERAMIC TILE, VINYL TILE, CONCRETE, ETC.,
THROUGHOUT THE CONSTRUCTION PERIOD.

23. COMMUNICATION EQUIPMENT: THE GENERAL CONTRACTOR SHALL
COORDINATE THE WORK HE IS RESPONSIBLE FOR WITH THE OWNER'S
COMMUNICATION SERVICE PROVIDERS.  COORDINATE THE LOCATION OF ALL
SYSTEM CONTROLS WITH THE ELECTRICAL SYSTEM INSTALLER, THE TENANT
AND THE OWNER PRIOR TO INSTALLATION. OWNER'S COMMUNICATION
PROVIDER TO ASSURE THAT JUXTAPOSING OF ELECTRICAL AND DATA LINES
WILL NOT RESULT IN INTERFERENCE, STATIC, OR IN ANY OTHER WAY DISRUPT
THE NORMAL FUNCTION OF THE DATA/COMMUNICATION SYSTEM(S).

24. SUBSTRATE PREPARATIONS: ALL SUBSURFACES SHALL BE PROPERLY
PREPARED BEFORE APPLICATION OF FINISHES.  CONTRACTOR SHALL ASSUME
RESPONSIBILITY FOR SUBSTRATE CONDITIONS WHERE FINISHES ARE APPLIED.

25. DIMENSION STANDARDS: DIMENSIONS ARE NOT ADJUSTABLE UNLESS NOTED
WITH A +/- SYMBOL.  ONLY NORMAL INDUSTRY STANDARD TOLERANCES ARE
ACCEPTABLE DEVIATIONS FROM DIMENSIONS INDICATED.  DO NOT SCALE
DRAWINGS.  ALL DIMENSIONS NOTED AS "CLEAR" SHALL MAINTAIN THE FULL
SPACE INDICATED WITHOUT ENCROACHMENTS.   ALL VERTICAL HEIGHTS
INDICATED ARE FROM THE FINISH FLOOR ELEVATION AT THE BASE OF THE
ITEM INDICATED, UNLESS NOTED OTHERWISE.   WHERE WALLS, JAMBS, OR
OTHER ITEMS ARE NOTED TO "ALIGN", THE FACE OF ITEMS INDICATED SHALL
BE IN LINE WITH EACH OTHER TO FORM A STRAIGHT LINE, FREE OF OFFSETS
OR DEVIATIONS.   FIELD VERIFY ALL DIMENSIONS. UNLESS NOTED
OTHERWISE, DIMENSIONS ARE ACTUAL, NOT NOMINAL, AS FOLLOWS:

A. COLUMNS -  FROM CENTER LINE TO CENTERLINE

B. INTERIOR PARTITIONS- FROM STUD FACE TO STUD FACE

C. CONCRETE/ MASONRY - FROM FINISH FACE TO FINISH FACE

D. EXTERIOR WALLS - FROM EXTERIOR FACE TO INTERIOR FINISH FACE OF
WALL.
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GENERAL CONDITIONS

A. FIELD CONDITIONS:
CONTRACTOR SHALL VERIFY ALL CONDITIONS AS WELL AS ALL DIMENSIONS
AND CONDITIONS INDICATED IN THE DRAWINGS, PRIOR TO ACTUAL
CONSTRUCTION.  ANY VARIATION FROM CONDITIONS INDICATED IN THE
DRAWINGS SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECT AND
OWNERS REPRESENTATIVE PRIOR TO BID SUBMITTAL.

B. COORDINATION OF WORK:
THE CHARACTER AND SCOPE OF THE WORK ARE ILLUSTRATED BY THE
WORKING DRAWINGS.  CONTRACTOR SHALL CAREFULLY EXAMINE ALL THE
DRAWINGS AND BE RESPONSIBLE FOR THE PROPER INSTALLATION OF HIS
WORK AND PROPER CONSIDERATION FOR THE WORK OF OTHERS AND
EXISTING SHOPPING CENTER CONSTRUCTION.  DO NOT PLACE DUCTS, PIPING,
CONDUIT OR ANY OBSTRUCTION SO AS TO IMPAIR REQUIRED CEILING HEIGHTS
AND CLEARANCE FOR LIGHT FIXTURES, ETC.  CONTRACTOR SHALL BE
RESPONSIBLE FOR THE PROTECTION OF EXISTING ADJACENT TENANT(S) AND
SHOPPING CENTER FACILITIES.

C. BUILDING CODES AND REGULATIONS:
ALL WORK SHALL CONFORM TO ALL CODES AND REGULATIONS.  CONTRACTOR
SHALL FILE, PAY FOR AND OBTAIN ALL REQUIRED PERMITS TO PERFORM THE
WORK.  CONTRACTOR SHALL OBTAIN ALL REQUIRED APPROVALS FROM
GOVERNMENTAL AGENCIES INVOLVED PRIOR TO FINAL PAYMENT.  APPROVALS
TO OCCUPY THE SPACE BY LOCAL BUILDING OFFICIALS SHALL BE OBTAINED.

D. INSURANCE:

1. CONTRACTOR SHALL SECURE, PAY FOR, AND MAINTAIN DURING
CONSTRUCTION AND FIXTURING WORK WITHIN LEASED PREMISES, ALL OF
THE INSURANCE POLICIES REQUIRED AND IN THE AMOUNTS AS SET FOR
HEREIN. CONTRACTOR SHALL NOT COMMENCE ANY WORK UNTIL ALL
REQUIRED INSURANCE HAS BEEN OBTAINED AND CERTIFICATES OF SUCH
INSURANCE HAVE BEEN DELIVERED TO THE LANDLORD AND TENANT.
LANDLORD MUST BE NAMED AS "ADDITIONAL INSURED".  CERTIFICATES
OF INSURANCE SHALL COVER ALL WORK PERFORMED BY HIM AND EACH
OF HIS SUBCONTRACTORS AND ALL MAJOR SUPPLIERS.

2. GENERAL CONTRACTOR'S AND SUBCONTRACTORS' REQUIRED MINIMUM
COVERAGE AND LIMITS OF LIABILITY:

2.1. WORKMEN'S COMPENSATION INSURANCE - IN ACCORDANCE WITH
THE GOVERNING LAWS WITH A LIMIT OF NOT LESS THAN
$500,000. AND ANY INSURANCE REQUIRED BY ANY EMPLOYEE
BENEFITS ACT, ETC.  AS WILL PROTECT THE CONTRACTOR AND
SUBCONTRACTORS FROM ANY AND ALL LIABILITY.

2.2. CONTRACTOR SHALL PAY FOR AND FURNISH TO TENANT AND
LANDLORD, CERTIFICATES OF INSURANCE WHICH WILL PROTECT
SAID CONTRACTOR FROM CLAIMS (1) UNDER WORKMAN'S
COMPENSATION ACTS AND OTHER EMPLOYEE BENEFITS ACTS,
WITH LIMITS OF NOT LESS THAN $2,000,000; (ii) FOR DAMAGES
TO BODILY INJURY, (INCLUDING DEATH) TO HIS EMPLOYEES AND
ALL OTHERS, WITH THE LIMITS OF $2,000,000 PER PERSON AND
$2,000,000 PER OCCURRENCE AND (iii) FOR PROPERTY WITH
LIMITS OF $1,000,000. WHICH ARISE OUT OF OR RESULT FROM
THE CONTRACTOR'S WORK UNDER THIS CONTRACT WHETHER SUCH
WORK (INCLUDING OPERATION OR MOTOR VEHICLES) BE BY
HIMSELF OR OTHERS DIRECTLY OR INDIRECTLY EMPLOYED BY
EITHER; AND BUILDERS RISK INSURANCE IN THE FULL AMOUNT OF
THE CONTRACT SUM.

3. INDEMNIFICATION - TO THE FULLEST EXTENT PERMITTED BY LAW, THE
CONTRACTOR SHALL INDEMNIFY AND HOLD HARMLESS THE LANDLORD,
TENANT, AND THE ARCHITECT AND THEIR ASSENTS AND EMPLOYEES
FROM AND AGAINST ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES,
INCLUDING BY NOT LIMITED TO THE ATTORNEY'S FEES ARISING OUT OF
OR RESULTING FROM THE PERFORMANCE OF THE WORK, PROVIDED
THAT ANY SUCH CLAIM, DAMAGE, LOSS OR EXPENSE (i) IS ATTRIBUTABLE
TO BODILY INJURY, SICKNESS, DISEASE, OR DEATH, OR TO INJURY OR
TO DESTRUCTION OF TANGIBLE PROPERTY (OTHER THAN THE WORK
ITSELF) INCLUDING THE LOSS OF USE RESULTING THEREFROM AND (ii) IS
CAUSED IN WHOLE OR IN PART BY A NEGLIGENT ACT OR OMISSION OF
THE CONTRACTOR, ANY SUBCONTRACTORS, ANYONE DIRECTLY OR
INDIRECTLY EMPLOYED BY ANY OF THEM MY BE LIABLE, REGARDLESS OF
WHETHER OR NOT IT IS CAUSED IN PART BY A PARTY INDEMNIFIED
HEREUNDER.

E. LIEN WAIVERS AND SWORN AFFIDAVITS: CONTRACTOR SHALL FURNISH WITHIN
30 DAYS AFTER COMPLETION, FINAL NOTARIZED WAIVERS OF LIEN FOR ALL
WORK PERFORMED AS WELL AS ALL SUBCONTRACTORS AND MAJOR
SUPPLIERS.

F. CERTIFICATE OF OCCUPANCY:  CONTRACTOR WILL PROVIDE TENANT AND
LANDLORD WITH A COPY OF THE CERTIFICATE OF OCCUPANCY.

G. QUALITY STANDARDS: ALL SUCH WORK SHALL BE PERFORMED IN A FIRST
CLASS WORKMANLIKE MANNER AND SHALL BE IN GOOD AND USEABLE
CONDITION AT THE DATE OF COMPLETION THEREOF.  CONTRACTOR SHALL
GUARANTEE ALL WORK PERFORMED TO BE FREE FROM ANY AND ALL DEFECTS
IN WORKMANSHIP AND MATERIALS FOR ONE (1) YEAR FROM THE DATE ALL
CONSTRUCTION PUNCH LIST ITEMS HAVE BEEN COMPLETED AND ACCEPTANCE
HAS BEEN CONFIRMED IN WRITING BY THE TENANT REPRESENTATIVE.
CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPLACEMENT OR REPAIR
WITHOUT ANY ADDITIONAL CHARGE FOR ANY AND ALL WORK DONE OR
FURNISHED WHICH SHALL BECOME DEFECTIVE WITHIN THE ONE (1) YEAR
PERIOD.  THE CORRECTION OF SUCH WORK SHALL INCLUDED, WITHOUT
ADDITIONAL CHARGE, ALL EXPENSES AND DAMAGES IN CONNECTION WITH
SUCH REMOVAL, REPLACEMENT, OR REPAIR OF ANY PART OF THE WORK
WHICH MAY BE DAMAGED OR DISTURBED THEREBY.  ALL WARRANTIES OR

GUARANTEES AS TO MATERIALS OR WORKMANSHIP ON OR WITH RESPECT TO
TENANTS WORK SHALL BE CONTAINED IN THE CONTRACT OR SUBCONTRACT
WHICH SHALL BE SO WRITTEN THAT SUCH GUARANTEES OR WARRANTEES
SHALL INSURE TO THE BENEFIT OF BOTH LANDLORD AND TENANT, AS THEIR
RESPECTIVE INTEREST APPEAR AND CAN BE DIRECTLY ENFORCED BY EITHER.

H RUBBER WHEEL CARTS: CONTRACTOR'S CARTS, EQUIPMENT BOXES, ETC,
MUST BE EQUIPPED WITH RUBBER WHEELS.

I FIRE EXTINGUISHERS: CONTRACTOR TO VERIFY REQUIRED NUMBER AND
LOCATION OF ANY ADDITIONAL EXTINGUISHERS REQUIRED BY FIRE
DEPARTMENT AND FURNISHED AND INSTALL SAME.  INSTALL AFTER FIXTURING.

J. RESPONSIBILITY FOR MATERIALS ON SITE: CONTRACTOR SHALL BE
RESPONSIBLE FOR ALL MATERIALS SHIPPED TO THE JOB SITE INCLUDING
MATERIALS FURNISHED BY OTHERS. COST OF ALL MISSING MATERIALS WILL BE
DEDUCTED FROM THE CONTRACT PRICE AND FINAL PAYMENT. CONTRACTOR
TO CHECK ALL INVOICES AT TIME SHIPMENT IS RECEIVED AND NOTIFY TENANT
REPRESENTATIVE OF ANY DISCREPANCIES.

K. RUBBISH REMOVAL: CONTRACTOR SHALL BE RESPONSIBLE FOR DAILY
REMOVAL FROM THE PROJECT, ALL TRASH, RUBBISH AND SURPLUS
MATERIALS RESULTING FROM CONSTRUCTION, FIXTURING AND
MERCHANDISING OF THE DEMISED PREMISES.  COORDINATE REMOVAL OF
DEBRIS WITH SHOPPING CENTER MANAGEMENT/LANDLORD.

L. TEMPORARY UTILITIES: CONTRACTOR SHALL ARRANGE FOR TEMPORARY
UTILITIES AS REQUIRED AND SHALL PAY FOR THE UTILITY CHARGE.

GENERAL NOTES

1. ALL DIMENSION SHOWN ARE FROM FACE TO FACE OF MASONRY OR STUD
WALLS.  EXTERIOR DIMENSIONS ARE FROM OUTSIDE FACE OF STUDS. THE
APPROPRIATE CONTRACTOR(S) SHALL CHECK AND FIELD VERIFY ALL DIMENSION
AND ANDY DISCREPANCIES SHALL BE BROUGHT TO THE ATTENTION OF THE
ARCHITECT.  DO NOT SCALE DRAWINGS!

2. MECHANICAL DUCTS PASSING THROUGH WALLS CARRYING A FIRE RATING
LABEL SHALL BE EQUIPPED WITH THE APPROPRIATE RATED FIRE DAMPER AT THE
POINT OF INTERSECTION WITH THE WALL.

3. NOT USED.

4. STRIKE SIDE OF ALL DOOR JAMBS SHALL BE INSTALLED A MINIMUM OF 1'-6"
FROM FRAME TO ANY WALL PERPENDICULAR TO THE DOOR FRAME WHERE
HANDICAPPED ACCESS IS REQUIRED.

5. ALL SITE UTILITIES LOCATIONS, AND GRADING SHALL BE CHECKED OR FIELD
VERIFIED BY THE APPROPRIATE CONTRACTOR.

6. ALL FIRE WALLS ARE TO BE MARKED (PAINTED RED WITH THE RATING OF THE
WALL) ABOVE THE CEILING WITH 6" HIGH STENCILED LETTERS @ 20'-0" O.C.
MAX.

(EXAMPLE): 1 HOUR FIRE RATED WALL
PROTECT ALL OPENINGS

7. INSTALL SUPPLEMENTARY FRAMING, BLOCKING, AND BRACING AT
TERMINATIONS IN THE WORK AND FOR SUPPORT OF FIXTURES, EQUIPMENT
SERVICES, HEAVY TRIM, EXTERIOR SIDING, GRAB BARS, TOILET ACCESSORIES,
FURNISHINGS, ETC. AS NECESSARY OR AS DETAILS OR INDICATED AND WITH
RECOMMENDATIONS OF THE GYPSUM BOARD MANUFACTURER. OR IF NONE
AVAILABLE, WITH "GYPSUM CONSTRUCTION HANDBOOK" PUBLISHED BY UNITED
STATES GYPSUM CO.

8. ALL FINISHES SHALL BE SELECTED BY TENANT.

9. SEE ENLARGED PLANS FOR DIMENSION AND WALL TYPES NOT SHOWN ON 1/16"
SCALE FLOOR PLANS.

10. EXISTING LIGHT FIXTURES AND OUTLETS ARE TO REMAIN UNLESS DAMAGED
DURING CONSTRUCTION.

11. GC TO SAW CUT EXISTING SLAB AS REQUIRED FOR NEW PLUMBING - TIE IN TO
EXISTING SUPPLY AND WASTE LINES INSIDE BUILDING.

RENOVATION NOTES
1. PROTECTION OF EXISTING TO REMAIN: THE CONTRACTOR SHALL PROVIDE

PROTECTIVE COVERING FOR ALL EQUIPMENT, FURNISHINGS, AND FINISHES IN
EXISTING AREAS NOT DESIGNATED FOR DEMOLITION OR NEW CONSTRUCTION.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE REPAIR OF ANY DAMAGE
CAUSED BY HIS WORK OR ANY SUBCONTRACTOR.

2. SCHEDULING: THE CONTRACTOR SHALL MEET WITH THE OWNER'S AUTHORIZED
REPRESENTATIVE WELL IN ADVANCE OF CONSTRUCTION COMMENCEMENT TO:

A. SCHEDULE, SEQUENCE AND COORDINATE ALL WORK

3. CLEARANCES: THE CONTRACTOR SHALL VERIFY THAT NEW CEILINGS CAN BE
INSTALLED IN EXISTING SPACES TO CLEAR DUCTWORK AND OTHER CONSTRUCTED
ITEMS AND MAINTAIN FLOOR TO CEILING HEIGHTS INDICATED ON DRAWINGS.  IF
DISCREPANCIES OCCUR DUE TO EXISTING CONDITIONS, CONSULT WITH THE
ARCHITECT BEFORE PROCEEDING.

4. MATERIAL: ALIGNMENT THE FINISH FACE OF MATERIAL OF NEW PARTITIONS SHALL
ALIGN ON BOTH SIDES OF THE PARTITION WITH THE FACE OF THE MATERIALS ON
EXISTING COLUMNS, WALLS, OR PARTITIONS, UNLESS NOTED OTHERWISE.

5. AS BUILT VERIFICATION: THE CONTRACTOR SHALL VERIFY DIMENSIONS OF
AS-BUILT CONDITIONS, AND NOTIFY THE ARCHITECT IN WRITING OF ANY
DISCREPANCIES.  ALL INFORMATION SHOWN ON THE CONSTRUCTION
DOCUMENTS IS BASED ON FIELD OBSERVATIONS AND/OR THE ORIGINAL
CONSTRUCTION DOCUMENTS OF THE FACILITY.

6. REMOVAL SURVEY: THE CONTRACTOR SHALL SURVEY AND DETERMINE THE
REMOVAL OF EXISTING CONSTRUCTION, EITHER WHOLE OR IN PART, AS
REQUIRED FOR THE INSTALLATION OF THE NEW WORK, MECHANICAL, PLUMBING
AND ELECTRICAL WORK.

7. CONSTRUCTION DEFECTS: THE CONTRACTOR SHALL NOTIFY THE ARCHITECT IN
WRITING OF ANY CONSTRUCTION DEFECTS FOUND IN UNCOVERING WORK IN THE
EXISTING CONSTRUCTION.

8. CORRECTING DEFECTIVE WORK THE CONTRACTOR SHALL BE RESPONSIBLE FOR
CORRECTING DEFECTIVE WORK IN EXISTING CONSTRUCTION WITHIN THE LIMITS
OF THE CONSTRUCTION AREA. THIS INCLUDES, BUT IS NOT LIMITED TO, UNEVEN
SURFACES AND FINISHES AT PLASTER OR GYPSUM BOARD.  THE CONTRACTOR
SHALL PATCH AND REPAIR SURFACES TO MATCH NEW ADJACENT SURFACES.

9. PIPING: ALL PIPING ABOVE GRADE AND INSIDE THE BUILDING REQUIRED BY THE
CONSTRUCTION DOCUMENTS SHALL BE INSTALLED IN AREAS WHERE IT WILL BE
CONCEALED.  THE CONTRACTOR SHALL CONSULT WITH THE ARCHITECT AND
COORDINATE WITH OTHER TRADES TO PROVIDE FURRING FOR PIPING INSTALLED
IN FINISH AREAS.

10. FIXTURE REMOVAL: CONTRACTOR SHALL COORDINATE WITH MECHANICAL,
PLUMBING AND ELECTRICAL TRADES TO DETERMINE WHAT ENTITIES SHOULD BE
REMOVED OR RELOCATED.

11. COORDINATION: COORDINATE PLANS FOR NEW CONSTRUCTION W/ DEMOLITION
PLANS FOR EXTENT OF REMOVAL.  REMOVE ONLY THOSE PORTIONS OF WALLS,
FLOORS, CEILINGS, ETC. NECESSARY TO ACCOMMODATE NEW CONSTRUCTION.

12. RELOCATE EXISTING HVAC DIFFUSERS AS REQUIRED BY NEW WALL LOCATIONS.
REBALANCE SYSTEM AND PROVIDE REPORT TO OWNER.
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BRACING OF INTERIOR NON BEARING WALLS FOR SEISMIC
RESTRAINT

JOIST BRIDGING BY OTHERS.
(NOTE: JOIST MANUFACTURER
TO PROVIDE JOIST BRIDGING
FOR MIN. LATERIAL LOAD OF
120 LBS.

STIFF CLIP LB @ 48" OC (MAX)
(TYP)

STIFF CLIP LB @ 48" OC
(MAX) (TYP)

CLARK 250S125-18 @ 48"
OC (7'-0" MAX. LENGTH)

350T125-27 TRACK
(MINIMUM)(TYP)

350S125-27 STUDS OR
EQUAL 2'-0" OC (10'-0" MAX
HEIGHT)

SCALE: 1" = 1A501
ATC BRACING DETAILB2

G501
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LOBBY
RECEPTION

RSTRM

ROOM 1

ROOM 2

ROOM 3

ROOM 4

OFFICE 1

OFFICE 2

RSTRM

KIT.

HALL

HALL

RSTRMRSTRM

EXIT

SCALE: 1/4" = 1'-0"A101
EXISTING PLANA2

LEGEND

EXISTING WALL TO REMAIN

SYMBOL DESCRIPTION

WALL DEMOLITION

1

1

DEMOLITION NOTES
REMOVE EXISTING FIXTURES & ALL ASSOCIATED PIPING AS REQUIRED TO
FACILITATE NEW WORK.

DEMOLISH EXISTING WALLS.

1

21

1

2

2

2

2

GROSS SQUARE FOOTAGE
FLOOR AREA 2,770 GSF
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EXISTING CEILINGS TO REMAIN UNLESS NOTED OTHERWISE.3
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EXISTING
BUSINESS

EXISTING
RECEPTION

EXISTING
RESTROOM

EXISTING
PRIVATE
OFFICE

STERILE

STORAGE

SURGERY
ROOM

LAB

MECH

TR 1

TR 3

EXIS
TIN

G
C
LO

S
ET

HALL

TR2

PAN

EXISTING RESTROOM

EXISTING
ELECTRICAL

PANEL

EXISTING
ELECTRICAL

PANEL MED GAS

SCALE: 1/4" = 1'-0"A102
NEW FLOOR PLAN2

WALL LEGEND

EXISTING WALL TO REMAIN

DESCRIPTIONSYMBOL

WALL TO BE DEMOLISHED

11'-312" 5'-9" 1'-6"

1
2
'-1

1 2
"

7
'-4

"
1
3
'-2

1 2
"

8
'-2

1 2
"

12'-112"

4
'-1

0
"

4
'-1

1
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9
'-1
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2
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4
'-0

"
9
'-1

0
"

1
0
'-0

1 2
"

RENOVATION NOTES

1

2

7
'-4

"

4
'-4

1 2
"

11'-8"

17'-512"

2'-6"

6'-412"

2'-4"

3
'-6

1 2
"

1'-1"

2
'-8

"

2

2

2

2

1

NEW PLUMBING FIXTURES

NEW CASEWORKS & CABINETS

2

2

2

1

1

11'-412"

1

101

102

103

105

106

107

112

115 113

1
0
3

111A

111B

110A

110B

104

112

109A

109B

1
0
6

1
0
8

107

115

1

109

110

111

108

1

114

104

WIDTH 4-7/8" - NEW 3-5/8" METAL STUD WALL WITH SOUND BATT
INSULATION AND 5/8" GYPSUM BOARD BOTH SIDES.

A

GROSS SQUARE FOOTAGE
FLOOR AREA 2,770 GSF
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SCALE: 1/4" = 1'-0"A104
REFLECTED CEILING PLAN / HVAC PLANA2

GROSS SQUARE FOOTAGE
FLOOR AREA 2,770 GSF

DESCRIPTIONSYMBOL

REFLECTED CEILING PLAN LEGEND

GENERAL CONSTRUCTION NOTES

EXISTING CEILING TO REMAIN.

EXISTING
BUSINESS

EXISTING
RECEPTION

EXISTING
RESTROOM

EXISTING
PRIVATE
OFFICE

STERILE

STORAGE

SURGERY
ROOM

LAB

MECH

TR 1

TR 3

EXIS
TIN

G
C
LO

S
ET

HALL

TR2

PAN

EXISTING RESTROOM

EXISTING
ELECTRICAL

PANEL

EXISTING
ELECTRICAL

PANEL MED GAS

101

102

103

105

106

107

112

115 113

109

110

111

108

114

104

2' x 2' ACOUSTICAL TILE CEILING & GRID SYSTEM - DROPPED CEILING TO
MATCH EXISTING. COORDINATE CONFLICTS WITH ARCHITECT AND
OWNER AS SOON AS DISCREPANCIES ARE DETECTED.

1. CONTRACTOR TO VERIFY ALL EXISTING CONDITIONS PRIOR TO START OF WORK.

2. COORDINATE LOCATION OF MECHANICAL AND ELECTRICAL IN CEILING GRIDS AND
OPEN OFFICE SPACE THROUGHOUT.  NOTIFY THE ARCHITECT AND ENGINEERS AS
SOON AS DISCREPANCIES ARE DETECTED.

3. ALL ACOUSTICAL CEILING HEIGHTS TO BE AT EXISTING CEILING HEIGHT UNLESS
NOTED OTHERWISE.

4. ALL EXPOSED DUCTWORK, HANGERS, PIPES, CONDUITS, ETC SHALL BE PAINTED.
CONTRACTOR TO COORDINATE WITH TENANT AND ARCHITECT FOR COLOR
SELECTION.

5. CONTRACTOR TO COORDINATE WITH OWNER/TENANT LIGHTING CONTROL SYSTEM
(EXISTING). CONTRACTOR TO TIE INTO EXISTING SYSTEM (BUILDING QUADRANTS)
EXCEPT FOR ROOMS SHOWN WITH SWITCHES WHICH WILL NOT BE ON EXISTING
SYSTEM. NEW SWITCHES SHALL BE DIMMER SWITCHES.

6. EXISTING HVAC SUPPLY & RETURN TO REMAIN UNLESS NOTED OTHERWISE.

7. RE-BALANCE HVAC SYSTEM AFTER CONSTRUCTION.

NEW HVAC SUPPLY

NEW HVAC RETURN

A1
A104

EXISTING
PRIVATE
OFFICE

PAN

EXISTING
ELECTRICAL

PANEL

106

2'-0"

2
'-0

"

11'-312" 5'-9"

4
'-4

1 2
"

7
'-4

"

5'-9"4'-0"

1

SCALE: 1/4" = 1'-0"A104
HVAC PLANA1
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SCALE: 1" = 1'-0"A300
WALL SECTIONC1

SCALE: 1" = 1'-0"A300
WALL TYPE BB2

4
"

9
'-0

"

1
0
'-0

"

1
7
'-4

1 2
" -

 F
IE

LD
 V

ER
IF

Y

NEW CEILING TILE & GRID
SYSTEM

2-2X4 TOP PLATES

4" NOMINAL METAL
STUD, 16 GA @ 16"  ON
5
8" TYPE OF "X" GYPSUM
WALL BOARD BOTH
SIDES WITH HORIZONTAL
BRACING @ CENTER
POINT

2X4 HORIZONTAL @
CENTER POINT,
STAGGERED EACH SIDE
OF STUD
SOUND BATT
ATTENUATION

EXISTING FLOOR

BASE AS SCHEDULED

FLOOR AS SCHEDULED

MINERAL WOOL INSULATION IN
DECK VOID
(2) 0.177" DIA. PAF'S @EACH
STUD (MIN.) 1.5" EMBED
EXISTING FLOOR (289'-0")
SECOND FLOOR

FILLER

FIRE CAULK BOTH SIDES OF WALL
@ EXISTING STRUCTURE

3-5/8" STEEL STUDS TRACK
ATTACHED TO UNDERSIDE OF
STRUCTURE

EXISTING FLOOR (271'-0")
FIRST FLOOR

714"
FOR REFERENCE ONLY, CONTRACTOR
SHALL CONSTRUCT WALL USING
APPROVED DETAIL COMPONENTS PER
UL DETAIL 419

ACOUSTICAL CEILING
AND GRID SYSTEM PER
SCHEDULE

PAINT PER SCHEDULE

STUD BRACING AT MID
POINT OF WALL

3-5/8" STEEL STUDS @16" ON
CENTER WITH 3-1/2" (MIN.)
SOUND BATT INSULATION

1 LAYER 58" TYPE-X (US
GYPSUM CO OR
APPROVED EQUAL)
GYPSUM BOARD ON
BOTH SIDES OF WALL
PER UL DETAIL U419.

(2) 0.177" DIA. PAF'S
@EACH STUD (MIN.)
1.5" EMBED
BASE AS SCHEDULED
3-5/8" STEEL STUD TRACK

CONTINUOUS ACOUSTICAL SEALANT

FLOOR AS SCHEDULED

SCALE: 1" = 1'-0"A300
CONCRETE REPAIR DETAILC4

#4 REBAR @ 24" O.C

NEW PLUMBING

6" 4" 4" 6"

#4 REBAR @ 24" O.C

CONCRETE FILL

CONCRETE SLAB TO
MATCH EXISTING

EXISTING SLAB

UL DETAIL U419 - 1-HOUR
NON-LOAD BEARING RATED WALL
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PERIMETER ANCHORING OF ACOUSTICAL CEILING GRID FOR SEISMIC RESTAINT

8" NOTES:
1. ALL CEILING GRID SYSTEMS SHALL BE HEAVY DUTY GRID AND

SUSPENSION SYSTEMS COMPONENTS.

2. ALL PERIMETER WALL TRIM ANGLES SHALL HAVE 2" HORI=ONTAL LEG.
- ALL PERIMETER WALL ANGLE SHALL BE ATTACHED TO THE WALLS.
- ALONG TWO ADJACENT WALLS. THE T-BAR GRID SHALL BE

ATTACHED BY SCREWS OR RIVETS TO THE WALL ANGLE AT EACH
GRID MEMBER.

- THE REMAINING TWO WALLS IN EACH SPACE SHALL BE ANCHORED
AS NOTED BELOW.

- TIE WIRE SHALL HAVE A MINIMUM OF 3 COMPLETE TURNS AT ALL
CONNECTIONS.

- DESIGN WIRE FOR 3 TIMES THE DESIGN LOAD BUT NOT LESS
THAN 12 GAGE.

3. INDEPENDENTLY SUPPORT ALL LIGHT FIXTURES AND HVAC DIFFUSERS,
SPEAKERS, ETC. SUPPORT WITH TWO VERTICAL TIES LOCATED AT
DIAGONAL CORNERS AT EACH LOCATION.

8"

3/4"
NOTES:
1. ALL CEILING GRID SYSTEMS SHALL BE HEAVY DUTY GRID AND

SUSPENSION SYSTEMS COMPONENTS.

2. ALL PERIMETER WALL TRIM ANGLES SHALL HAVE 2" HORI=ONTAL LEG.
- ALL PERIMETER WALL ANGLE SHALL BE ATTACHED TO THE WALLS.
- ALONG TWO ADJACENT WALLS, THE T-BAR GRID SHALL BE LEFT

FLOATING ON THE GRID SYSTEM AND SHALL NOT BE ATTACHED.
- TIE WIRE SHALL HAVE A MINIMUM OF 3 COMPLETE TURNS AT ALL

CONNECTIONS.
- DESIGN WIRE FOR 3 TIMES THE DESIGN LOAD BUT NOT LESS

THAN 12 GAGE.

3. INDEPENDENTLY SUPPORT ALL LIGHT FIXTURES AND HVAC DIFFUSERS,
SPEAKERS, ETC. SUPPORT WITH TWO VERTICAL TIES LOCATED AT
DIAGONAL CORNERS AT EACH LOCATION.

SEISMIC RESTRAINT OF ACOUSTICAL CEILING GRID IN
ROOMS WITH AN AREA OF

2,500 SQUARE FEET OR GREATER

6" FACIA MOLDING
4"

CHANNEL MOLDING

POP-RIVIT THIS
SIDE ONLY

NOTES:
1. ALL CEILING GRID SYSTEMS SHALL BE HEAVY DUTY GRID AND

SUSPENSION SYSTEMS COMPONENTS.

2. FOR EACH 2,500 SQUARE FEET INSTALL BRACING PYRAMIDS GOING
IN FOUR DIRECTIONS AND SEISMIC JOINTS AS DETAILED ABOVE, (OR
PROVIDE FULL HEIGHT WALL IN LIEU OF SEISMIC JOINT.)
- TIE WIRE SHALL HAVE A MINIMUM OF 3 COMPLETE TURNS AT ALL

CONNECTIONS.
- DESIGN WIRE FOR 3 TIMES THE DESIGN LOAD BUT NOT LESS

THAN 12 GAGE.
- WIRE SHALL BE ANGLED AT APPROXIMATELY 45�.

#12 GAUGE BRACING WIRE
WITH MINIMUM 4 TIGHT TURNS
IN 1-1/2" BOTH ENDS OF WIRE -
CONNECT TO MAIN RUNNER (4
TOTAL @ 90 °

#12 GAUGE VERTICAL HANGER
WIRE @ 4'-0" OC EACH WAY
WITH MINIMUM 3 TIGHT TURNS
IN 1-1/2" BOTH ENDS OF WIRE
(TYPICAL)

2" (MAX) FROM BRACING WIRES
TO COMPRESSION STRUT AND
CROSS MEMBERCROSS RUNNER

MAIN RUNNER

4'-0" MAX

COMPRESSION STRUT - SEE
NOTES

NOTES:
- COMPRESSION STRUT SHALL NOT REPLACE HANGER WIRE.
- COMPRESSION STRUT CONSISTS OF A STEEL SECTION ATTACHED

TO MAIN RUNNER WITH 2-#12 SHEET METAL SCREWS TO WOOD
OR 1/4" MINIMUM EXPANSION ANCHOR TO STRUCTURE.

- SI=E OF STRUT IS DEPENDENT ON DISTANCE BETWEEN CEILING
AND STRUCTURE (L/R ≤ 200).

- A 1" DIAMETER CONDUIT CAN BE USED FOR UP TO 6'
- A 1-5/8" X1-1/4" METAL STUD CAN BE USED UP TO 10'

45° MAX.
TYPICAL 45° MAX.

TYPICAL

SEISMIC RESTRAINT OF ACOUSTICAL CEILING GRID IN
ROOMS WITH AN AREA OF

1,000 SQUARE FEET OR GREATER

A301

C
EI

LI
N
G

 D
ET

A
IL

S

SHEET NO.

DATE:

DWG:

S H E E T    T I T L E

P R O J E C T    T I T L E

www.shererarch.com

1201 MAIN STREET

Phone:  803.748.1345

Columbia, SC 29201

DESIGNED BY:

CHECKED BY:

DRAWN BY:

D
ES

C
R
IP

TI
O

N

R  E  V  I  S  I  O  N  S

R
EV

D
A
TE

B
Y

A
PP

SUITE 1980

C
D

B
A

1 2 3 4

27 SEPT 2023

DS

DS

RQ

PROJECT NO:23SA029

PL
O

T 
D

A
TE

/T
IM

E:
1

1
/1

6
/2

0
2

3
 1

1
:4

0
:2

4
 A

M
Th

ur
sd

ay
, 

N
ov

em
be

r 
1

6
, 

2
0

2
3

 1
1

:4
0

:2
4

 A
M

THIS  DRAWING  AND  THE
DESIGN SHOWN THEREON
ARE   THE   PROPERTY   OF
SHERER   &   ASSOCIATES,
LLC. THE REPRODUCTION,
COPYING,   OR   USE   OF
THIS  DRAWING  WITHOUT
THEIR  WRITTEN  CONSENT
IS EXPRESSLY  PROHIBITED.

PERMIT SETPERMIT SET

PE
R
IO

 U
PF

IT
M

T.
 P

LE
A
S
A
N
T

M
O

B
3

0
7

0
 N

 H
W

Y 
1

7
, 

S
U
IT

E 
2

0
2

M
T.

 P
LE

A
S
A
N
T,

 S
C

, 
2

9
4

6
6

AS SHOWN

06 OCT. 2023



2
'-8
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'-4

" T
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R
EF
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2
'-1

0
"

MIRROR SOAP
DISPENSERS

DOUBLE
TOILET
PAPER

HOLDER

PAPER
TOWEL

DISPENSER/
RECEPTACLE

PAPER
TOWEL

DISPENSER

ELECTRIC
HAND
DRYER

TOILET
SEAT

COVER
DISPENSER

NAPKIN
DISPOSAL

NAPKIN
VENDING
MACHINE

URNAL SCREEN
WITH STAINLESS
STEEL BRACKETS

COAT/PURSE
HOOK

FOLD DOWN
BABY CHANGE

STATION

HANDICAP ELECTRIC
WATER COOLERS

3
'-4

" R
IM

2
'-6

"

3
'-0

" N
O

ZZ
LE

4
'-6

" M
A
X

1
'-0

"

1
'-5

"

2
'-0

"

3
'-0

"

3
'-0

" 3
'-6

"

3
'-0

" S
TD

S
TA

LL 4
'-0

"
H
C
P 

S
TA

LL

3
'-0

"

3
'-6

"

T3 T3A T1 T2 T2A T9 T10 T10 T11 T12 F3 T14 F3 T15 T16 EWC

F19

WRAP ALL
EXPOSED PIPES
WITH INSULATION

FINISHED
FLOOR

1'-6"

2
'-8

"

1
'-6

"
3
'-4

"

C L
C L

3'-6"1'-0"

4'-6"

CL
CL

3'-4"

3'-0"

T1

T5

T6

T7

NOTE:

INSTALL SUPPLEMENTARY FRAMING, BLOCKING, AND BRACING
AT TERMINATIONS IN THE WORK AND FOR SUPPORT OF
FIXTURES, EQUIPMENT SERVICES, HEAVY TRIM, GRAB BARS,
TOILET ACCESSORIES, FURNISHINGS, ETC. AS NECESSARY OR
AS DETAILED OR INDICATED AND WITH RECOMMENDATIONS OF
THE GYPSUM BOARD MANUFACTURER. OR IF NONE AVAILABLE,
WITH "GYPSUM CONSTRUCTION HANDBOOK" PUBLISHED BY
UNITED STATES GYPSUM CO. SEE SPECIFICATIONS.

1
'-5

"
TO 1
'-7

"

3'-0"6"
CL

T1

T5

T7

CL

T6

FINISHED
FLOOR

4
'-0

"

2
'-1

0
"

1
'-7

"

SCALE: 3/8" = 1'-0"A501
ADA TOILET ELEVATIONSB1

SCALE: 3/8" = 1'-0"A501
TYPICAL MOUNTING HEIGHTS TOILET ROOM ACCESSORIESA2

1
'-4

"
3
'-1

0
"

1'-0"

54" AFF BOTTOM SHELF
OF ADA CABINET

1/4" PLYWOOD BACK

TOP W/ EDGE BAND
3/4" X 2-1/2" HARDWOOD
BACK WEB FRAME
FASTENED TO STUDS

RECESSED SHELF
STANDARDS

3/4" PLYWOOD SHELVES.
1" IF OVER 3'-0" WIDE.
PROVIDE EDGE BANDS
FRONT AND BACK.

DOOR W/EDGE BAND ON
ALL 4 EDGES.

6"3"
2
'-1

0
"

11
4
"

5
"

9
" M

IN
.2

'-3
" M

IN
.

2
'-5

"
2'-1"

8" 8"

(2
9
" M

IN

BLOCKING AS REQUIRED

3/4" PLYWOOD END/
SUPPORT PANEL  W/
PLASTIC LAMINATE FINISH
EXPOSED SIDE

PLASTIC LAMINATE ON 3/4"
PLYWOOD FACE
PLASTIC LAMINATE ON 3/4"
PLYWOOD REMOVABLE
PANEL W/ EDGE BAND ON
ALL EDGES - FOR ACCESS
TO PLUMBING

SS-1 BACKSPLASH,
FRONT, SIDES AND
COUNTERTOP - EASE ALL
EXPOSED EDGES

SCALE: 1" = 1'-0"A503
ADA COUNTER @ SINK C2

2'-1" (TYP.)

4
"

31
2
"

2
'-1

0
"

2
"

5
"

1 4
"

1 4
"

3/4" X 2-1/2" HARDWOOD
WEB FRAME (TYP.)

1/2" HARDWOOD DRAWER BACK
3/4" HARDWOOD DRAWER STOP

HARDWOOD WEB FRAME
1/4" PLYWOOD DRAWER BOTTOM
1/4" PLYWOOD BACK
3/4" HARDWOOD FRAME STOP
3/4" PLYWOOD SHELVES 1" IF
OVER 3'-0" WIDE. PROVIDE EDGE
BANDS FRONT AND BACK
LINE OF STOP FRAME
RECESSED SHELF STANDARDS
3/4" PLYWOOD DOOR W/ EDGE
BAND ON ALL 4 EDGES FINISH
BOTH SIDES
2 x 4 WOOD STRETCHERS AT
2'-0" O.C.

SCALE: 1" = 1'-0"A503
BASE CABINETC1

2'-0"

SS-2 COUNTERTOP IN
BREAK ROOM - EASE ALL
EXPOSED EDGES

NOTE:
COUNTERTOP &
BACKSPLASH TO BE
CONSTRUCTED OUT OF
3/4" PLYWOOD UNLESS
NOTED OTHERWISE WITH
PL-1 ON ALL EXPOSED
SURFACES.
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2'-1" (TYP.)

4
"

31
2
"

2
'-1

0
"

2
"

3/4" X 2-1/2" HARDWOOD
WEB FRAME (TYP.)

3/4" HARDWOOD DRAWER STOP

LINE OF STOP FRAME

3/4" PLYWOOD DOOR W/ EDGE
BAND ON ALL 4 EDGES FINISH
BOTH SIDES

2 x 4 WOOD STRETCHERS AT
2'-0" O.C.

SCALE: 1" = 1'-0"A511
BASE CABINET @ STERILEA1

SOLID SURFACE OR
LAMINATE FRONT, SIDES
AND COUNTERTOP - EASE
ALL EXPOSED EDGES

BLOCKING AS
REQUIRED

2'-0"

NOTE:
CABINETS AND COUNTERTOPS TO BE
CONSTRUCTED OUT OF 3/4" PLYWOOD
UNLESS NOTED OTHERWISE. OWNER
TO SELECT COUNTERTOP AND PLASTIC
LAMINATE COLORS.

2
'-1

0
"

2
'-2

"
3
'-0

"

1'-0"

2'-1"

1/4" PLYWOOD BACK

TOP W/ EDGE BAND
3/4" X 2-1/2" HARDWOOD
BACK WEB FRAME
FASTENED TO STUDS

RECESSED SHELF
STANDARDS

3/4" PLYWOOD SHELVES.
1" IF OVER 3'-0" WIDE.
PROVIDE EDGE BANDS
FRONT AND BACK.

DOOR W/EDGE BAND ON
ALL 4 EDGES.

SCALE: 1" = 1'-0"A511
CABINET ABOVE SINK @ STERILED1

2
'-1

0
"

2
'-2

"
3
'-0

"

1'-0"

2'-1"

1/4" PLYWOOD BACK

TOP W/ EDGE BAND
3/4" X 2-1/2" HARDWOOD
BACK WEB FRAME
FASTENED TO STUDS

RECESSED SHELF
STANDARDS

3/4" PLYWOOD SHELVES.
1" IF OVER 3'-0" WIDE.
PROVIDE EDGE BANDS
FRONT AND BACK.

DOOR W/EDGE BAND ON
ALL 4 EDGES.

SCALE: 1" = 1'-0"A512
CABINET ABOVE SINK @ SURGERYD2

6"2"

2
'-1

0
"

2
"

5
"

9
" M

IN
.2

'-3
" M

IN
.

2
'-5

"

2'-0"
4"

1'-0"

BLOCKING AS
REQUIRED

3/4" PLYWOOD
END/ SUPPORT
PANEL  W/
PLASTIC
LAMINATE FINISH
EXPOSED SIDE

PLASTIC LAMINATE ON
3/4" PLYWOOD FACE
PLASTIC LAMINATE
ON 3/4" PLYWOOD
REMOVABLE PANEL
W/ EDGE BAND ON
ALL EDGES - FOR
ACCESS TO
PLUMBING

SOLID SURFACE
OR LAMINATE
FRONT, SIDES &
COUNTERTOP -
EASE ALL
EXPOSED EDGES

SCALE: 1" = 1'-0"A512
ADA COUNTERSINK @ SURGERYA2

4
"

2'-1" (TYP.)

2'-1" (TYP.)

4
"

31
2
"

2
'-1

0
"

2
"

3/4" X 2-1/2" HARDWOOD
WEB FRAME (TYP.)

3/4" HARDWOOD DRAWER STOP

LINE OF STOP FRAME

3/4" PLYWOOD DOOR W/ EDGE
BAND ON ALL 4 EDGES FINISH
BOTH SIDES

2 x 4 WOOD STRETCHERS AT
2'-0" O.C.

SCALE: 1" = 1'-0"A512
BASE CABINET @ LABC3

SOLID SURFACE OR
LAMINATE FRONT, SIDES
AND COUNTERTOP - EASE
ALL EXPOSED EDGES

BLOCKING AS
REQUIRED

2'-0"

4
"

31
2
"

2
'-1

0
"

2
"

51
4
"

1 4
"

0
"

3/4" X 2-1/2" HARDWOOD
WEB FRAME (TYP.)

1/2" HARDWOOD DRAWER BACK

3/4" HARDWOOD DRAWER STOP
HARDWOOD WEB FRAME

1/4" PLYWOOD DRAWER BOTTOM
3/4" HARDWOOD FRAME STOP
3/4" PLYWOOD SHELVES 1" IF
OVER 3'-0" WIDE. PROVIDE EDGE
BANDS FRONT AND BACK
LINE OF STOP FRAME
RECESSED SHELF STANDARDS
3/4" PLYWOOD DOOR W/ EDGE
BAND ON ALL 4 EDGES FINISH
BOTH SIDES

2 x 4 WOOD STRETCHERS AT
2'-0" O.C.

SCALE: 1" = 1'-0"A512
BASE CABINET @ HALLA3

SOLID SURFACE OR
LAMINATE FRONT, SIDES
AND COUNTERTOP - EASE
ALL EXPOSED EDGES

2'-1" (TYP.)

A511
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DOOR NOTES:

1. HARDWARE AND THRESHOLDS SHALL MEET A.D.A. REQUIREMENTS.
2. COORDINATE KEYING REQUIREMENTS WITH OWNER.
3. EGRESS DOORS TO HAVE PANIC HARDWARE.
4. ALL HARDWARE TO BE AS SPECIFIED BY OWNER AND PART OF CONTRACT.
5. CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS PRIOR TO

MANUFACTURING AND/OR FABRICATION OF DOOR UNITS.
6. INTERIOR DOORS IN RATED WALLS SHALL HAVE CLOSERS AS REQUIRED

TO MEET THE REQUIREMENTS OF THE I.B.C.
7. INTERIOR DOORS SHALL BE 5 PLY PAINT GRADE DOORS.

LEGEND:

FG FLOAT GLASS
TG TEMPERED GLASS
IG INSULATED GLASS
FLG FIRE LIGHT RATED GLASS
WD WOOD DOOR
SCW SOLID CORE WOOD DOOR
STR STORE FRONT ALUMINUM
HM HOLLOW METAL
MANUF MANUFACTURER SPECIFIED ITEM
AL ALUMINUM
STL STEEL
SFG STAINED FIBERGLASS

DOOR SCHEDULE

COMMENTS:

1. .

BASIS OF DESIGN:

EXTERIOR DOORS:

INTERIOR DOORS:

DOOR
NUMBER

W H T

SIZE

DOOR

MAT'L TYPE GLAZING FIRE
RATED

FRAME

TYPE HEAD JAMB THRESHOLD OTHER
COMMENTS DOOR

NUMBER

103 3'-0" 2" WD . . F1 .. . . .
104 3'-0" F1

3'-0"

7
'-0

"

TYPE D1

DOOR NOS.
103, 104, 105,
106, 107, 108,

109A, 110A, 111A,
112, 114, 115

2'-0"

7
'-0

"

TYPE D2

DOOR NOS.
109B, 110B, 111B

SCALE: 1/4" = 1'-0"A601
DOOR ELEVATIONSB2

106
107
108
109A
109B
110A
110B
111A
111B
112
114
115

103
104

106
107
108
109A
109B
110A
110B
111A
111B
112
114
115

F1
. . .. . . POCKET DOOR
. 60 MIN. F1 .. . . .
. . F1 .. . . .
. . F1 .. . . .
. . F2 .. . . .
. . F1 .. . . .
. . F2 .. . . .
. . F1 .. . . .
. . F2 .. . . .
. . F1 .. . . .

7'-0"
7'-0"

3'-0"

7
'-0

"

TYPE D3

DOOR NOS.
106

105 1053'-0" 2"7'-0"
3'-0" 2"7'-0"
3'-0" 2"7'-0"
3'-0" 2"7'-0"
3'-0" 2"7'-0"

3'-0" 2"7'-0"

3'-0" 2"7'-0"

3'-0" 2"7'-0"
3'-0" 2"7'-0"

.. . . .
. . F1 .. . . .
. . F1 .. . . .

3'-0" 2"7'-0"

2'-0" 2"7'-0"

2'-0" 2"7'-0"

2'-0" 2"7'-0"

SLIDING

2" WD
WD
WD
WD
WD
WD
WD
WD
WD
WD
WD
WD
WD
WD

D1
D1
D1
D3
D1
D1
D1
D2
D1
D2
D1
D2
D1
D1
D1

. .

. .

3'-4"
2" 2"

2
"

7
'-0

"

2'-0" 2"2"

2'-4"

7
'-4

"

7
'-0

"HM HM

SCALE: 1/4" = 1'-0"A601
DOOR FRAME ELEVATIONSA2

.

TYPE F1

DOOR NOS.
103, 104, 105,
106, 107, 108,

109A, 110A, 111A,
112, 114, 115

TYPE F2

DOOR NOS.
109B, 110B, 111B

A601
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